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The importance of double insulation 


Double insulation means the end of the three-prong 
plug. It also means electrical safety, protection » 
against shock. And Rockwell has it in every 
one of our home-use portable 


equipped with grounded outlets. 


Rockwell tools match performance 
features with price 


This makes Rockwell power tools the ideal choice for the 
man with a job to do around the house. You pick the tool 
with the right features to match your project and at the 
price you want to pay. 


For simple drilling in wood, there’s a Rockwell single-speed. 
If you plan to work in a variety of materials, the Rockwell 
variable-speed models let you step up for just a few dollars 
and get drill-speed versatility, even drive screws. We also 
offer other home-use models that have a reversing action 


for removing as well as driving screws. Whatever your tool 
needs, Rockwell has it at the price you want to pay. 


Reach for Rockwell when you want to get something done 
around the house. Our drills, jig saws, sanders, circular 
saws and stationary tools give you the power and features 
you’re looking for. Whether you’re just getting started or 
are a seasoned do-it-yourselfer, we’ve got your tool. And 
we've priced it to suit your power tool budget. 


Tools backed for a full year 


The One-year Buyer Protection Plan means that any Rock- 
well ‘‘Home-use” double-insulated power tool which fails to 
function to your complete satisfaction, due to defect in 


material or workmanship, within one year of purchase, may 
be returned to place of purchase for a similar, new Rock- 
well power tool. 


power tools. It places two separate electrical insulation 
barriers between you and the electrical current 
for your safety even if your home is not 
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The most complete line of drills for every application and skill level. 
How to select the right drill: 


my te | Wood | meta | sand | arnt | poten serewe 
rT SAU 


Single-speed 


Variable-speed 


Adjustable 
Variable-speed 


Trigger Presets/Locks 


Adjustable | 
Variable-speed so 
reversing 3 
Trigger Presets/Locks ‘F 
How to select the right chuck size: 
inch Drilling capacity: 1% -inch in steel, /2-inch in wood. Recommended for small-hole 
1/4 ine drilling in softer materials. 2000 rpm ideal for polishing, grinding, and sanding. 


Larger chuck capacity permits %-inch holes in steel, %-Inch in wood. Provides 
~ 3/8 inch more power and greater torque at low rpm and is well suited to drilling harder 
metals, concrete, and glass. 


| 1/2inch Drills up to 1-Inch in wood, %2-inch in steel, concrete, and cast iron. Recom- 
| inc mended for frequent and prolonged drilling in hard materials. 


DOUBLE INSULATED “Home-use” DRILLS 


Single Speed Drills 


as 
. Rockwell | 


3g” SINGLE SPEED mMobEL 4100 
Variable Speed Drill 


¥,"” VARIABLE 
SPEED DRILL 


MODEL 4120 (74) 


For a little more this drill does a lot more. 


Variable speed from 0 to 1000 RPM lets you drill 
wood, metal, masonry, glass and drive screws. 
Double insulated for safety. Speed control trigger 
provides quick easy adjustment of speed. Double 
reduction gears and precision ball thrust bearings 
insure long life. Includes chuck key and holder. 
UL Listed 


Adjustable Variable Speed Drills 


%” ADJUSTABLE 
VARIABLE 


SPEED DRILL 
MODEL 4030 


Drills wood, metal, masonry, glass—sand, polish 
and drive screws. % ” chuck capacity. Preset and 
lock at any speed from 0 to 2300 RPM. Double 
insulated to protect the user. Ball thrust bearings 
and double reduction gears for durability and 
power. ULListed Includes chuck key and holder. 


FLC 2611, 


Large %” chuck capacity. Double insulated to 
protect the user. Ball thrust bearing construction. 
Double reduction gears. 3-jaw geared chuck. UL 
Listed. Includes chuck key and holder. 


Y2"” SINGLE SPEED mobEL 4200 


Same great features as the 4100 but with the’ 
extra capacity of the big %” chuck. Double insu- 
lated to protect the user from shock. 3-jaw geared 
chuck. Double reduction gear drive. ULListed. 
Includes chuck key and holder. 


we 


Model 4100 4200 
Speed 1000 RPM 700 RPM 
AMPS 2.7 2.8 
Drilling %” Steel v2" Steel 
Capacity ¥," Wood 1” Wood 
Shipping Weight 4 Lbs. 4 Lbs. 

FLC 2611 


Model 4120 (74) 
Speed 0-1000 RPM 
AMPS 2.7 

Drilling %” Steel 
Capacity %4," Wood 
Shipping Weight 4 Lbs. 


¥.” VARIABLE SPEED DRILL KIT 
MODEL 4129 

Includes Model 4120 variable speed drill plus the 
following accessories inahandsome carrying case: 
Auxiliary Side Handle 3 Sanding Discs 

3 Twist Drills—¥%e”, 3%,”, ¥%4"” Rubber Backing Pad 
Paint Mixer Wheel Arbor 
Carrying Case Chuck Key Holder 


FLC 2611 


¥%” ADJUSTABLE VARIABLE 

SPEED DRILL 

MODEL 4130 

Large %” chuck capacity; 3-jaw geared chuck. 
Speeds from 0 to 1000 RPM lets you drill wood, 
masonry, metal, glass and drive screws. Can be 
preset and locked at any speed. Double insulated 

to protect against electrical shock. Includes 
chuck key and holder. UL Listed. 

Model 4030 4130 

Speed 0-2300 RPM 0-1000 RPM |, 
AMPS 2.3 2.7 —_ 


Drilling V4" Steel ¥e" Steel 
Capacity v2" Wood %4” Wood 


Shipping Weight 4 Lbs. 4 Lbs. 


DOUBLE INSULATED “Home-use” DRILLS 


“, Adjustable Variable Speed Drills 


Y2" ADJUSTABLE 

VARIABLE 

SPEED DRILL 
MODEL 4230 


Adjustable Variable Speed Reversing Drills 


| Rockwell 


¥e” AND 12” 
ADJUSTABLE 
VARIABLE SPEED 
REVERSING DRILL 
MODEL 4150 (89) 
MODEL 4250 (85) 


- Discontinued Models 


%4” SINGLE SPEED DRILL 

MODEL 70 

%" Chuck Capacity. 2.3 AMP Motor. 2000 RPM. 
Includes chuck key and holder. UL.Listed 


Shipping Weight 4 Lbs. 


¥” SINGLE SPEED DRILL 
MODEL 73 


¥%"” Chuck Capacity. 2.7 AMP Motor. 1000 RPM. 
Includes chuck key and holder. UL Listed. 
Shipping Weight 4Lbs. 


%” VARIABLE SPEED REVERSING 
DRILL MobEL 82 


%4" Chuck. 2.3 AMP Motor. 0-2000 RPM. 
Includes chuck key and holder. UL Listed. 


Shipping Weight 4 Lbs. 


FLC 2611 


Extra big %” capacity for tough jobs. Speed can 
be preset and locked from 0 to 700 RPM. Extra 
powerful 2.8 amp motor, precision thrust bearings 
and double reduction gearing make this drill ideal 
for heavy jobs. Auxiliary handle mounts on either 
side for extra control. Double insulated to protect 
against shock. Includes auxiliary handle, chuck 
key and holder. UL Listed. 


Model 4230 
Speed 0-700 RPM 
AMPS 2.8 
Drilling %2" Steel 
Capacity 1” Wood 
Shipping Weight 4 Lbs. 


FLC 2611 


The most versatile drill available. Speed can be 
preset and locked. Drills wood, metal, masonry, 
glass; drives and removes screws in seconds. 
Double insulated for safety. 3-jaw geared chuck. 
Double reduction gears provide dependable per- 
formance. Includes chuck key and 

holder. UL Listed. 


Model 4150 (89) 4250 (85) 
Speed 0-1000 RPM —_0-700 RPM 
AMPS 2.7 2.8 


Drilling ¥%6” Steel v2” Steel 
Capacity %." Wood 1” Wood 


Shipping Weight 4 Lbs. 4 Lbs. 


v2" SINGLE SPEED DRILL 


MODEL 83 

Big %” Chuck. 2.8 AMP Motor. 700 RPM. Includes 
auxiliary handle, chuck key and holder. UL Listed. 
Shipping Weight 4 Lbs. 


3¥%3” VARIABLE SPEED REVERSING 
DRILL KIT MoDEL 9089 


Includes Model 89 Var aible Speed Reversing Drill. 
Presets and locks from 0-1000 RPM. 2.7 AMP 
Motor. Accessories include: 

Auxiliary Side Handle 

3 Twist Drills—V%", 3," and %4” 

Bit and Finder Sleeve for slotted head screws 

%." Masonry Bit 

3 Boring Bits—%2 ", 34” and 1” 

Paint Mixer 

Carrying Case 

Shipping Weight—7 Lbs. 


COMMERCIAL DUTY DRILLS 


FLC 2611 


Single Speed Drills 


Y4” SINGLE 
SPEED DRILL 
MODEL 4080 (374) 


¥4" geared chuck. Ball and needle bearing con- 
struction. 1700 RPM speed. External brush inspec- 
tion. Lightweight aluminum alloy housing. Built 


%4"” VARIABLE 


SPEED DRILL | 1 
MODEL 4083 (384) , 


Trigger controlled variable speed from 0 to 170 
RPM. Ball and needle bearing construction. Exter- 
nal brush inspection. Lightweight aluminum alloy 


%" VARIABLE SPEED 


REVERSING DRILL 
MODEL 4085 (383) 


Trigger controlled variable speed from 0 to 1700 


in cord strain reliever. UL Listed. 


¥.” SINGLE SPEED DRILL 

MODEL 4180 (366) 

¥." geared chuck. Ball and needle bearing con- 
struction. 1000 RPM speed. External brush inspec- 
tion. Lightweight aluminum alloy housing. Built 
in cord strain reliever. UL Listed. 

Model 4080 (374) 4180 (366) 
Speed 1700 RPM 1000 RPM 
AMPS 3.0 3.0 


Drilling %4" Steel ¥%” Steel 
Capacity v2" Wood 34." Wood 


Shipping Weight 5% Lbs. 5% Lbs. 


housing. Built in cord strain reliever. UL Listed. 


¥.” VARIABLE SPEED DRILL 


MODEL 4183 (386) 

Trigger controlled variable speed from 0 to 1000 
RPM. Ball and needle bearing construction. Exter- 
nal brush inspection. Lightweight aluminum alloy 
housing. Built in cord strain reliever. UL Listea. 


Model 4083 (384) 4183 (386) 
Speed 0-1700 RPM 0-1000 RPM 
AMPS 3.0 3.0 


Drilling v4” Steel %" Steel 
Capacity ¥2" Wood %4." Wood 


Shipping Weight 5% Lbs. 5% Lbs. 


RPM combined with in handle reversing switch. 
Ball and needle bearing construction. External 
brush inspection. Lightweight aluminum alloy 
housing. Built in cord strain reliever. UL Listed. 


¥g” VARIABLE SPEED REVERSING 
DRILL MODEL 4185 (385) 


Trigger controlled variable speed from 0 to 1000 
RPM combined with in handle reversing switch. 
Ball and needle bearing construction. External 
brush inspection. Lightweight aluminum alloy con- 


struction. Built in cord strain reliever.UL Listed. 


Model 4085 (383) 4185 (385) 
Speed 0-1700 RPM 0-1000 RPM 
AMPS 3.0 3.0 


Drilling %” Steel ¥%” Steel 
Capacity Ye" Wood %” Wood 


Shipping Weight 52 Lbs. 5% Lbs. 


COMMERCIAL DUTY DRILLS 


2" D-HANDLE 
SINGLE SPEED 
DRILL 


MODEL 4280 (358) 
Flush to gear case chuck for drilling in tight spots. 
Ball and bronze bearing construction. Lightweight 


aluminum alloy housing. Auxiliary side handle for 
maximum control. UL Listed. 


¥2" SPADE 
HANDLE SINGLE 
SPEED DRILL 
MODEL 4286 (378) 
Multi purpose spade handle with auxiliary pipe 
handle. Ball and bronze bearing construction. 


Lightweight aluminum alloy housing. Built in chuck 
key holder. UL Listed. 


No. 10 
CAPACITY oOo} 
ADJUSTABLE . 7 
CLUTCH -— 4% 
REVERSING 1 Be 
SCREWDRIVER a { 
MODEL 4096 (372) 
Full control trigger switch with ‘ON’ position lock 
button. Ball and needle bearing construction. Ad- 


justable clutch. In handle reversing switch. Light- 
weight aluminum alloy housing. UL Listea. 


FLC 2611 


¥2” D-HANDLE SINGLE SPEED 
REVERSING DRILL 
MODEL 4282 (357) 


In handle reversing switch. Flush to gear case 
chuck for drilling in tight spots. Ball and bronze 
bearing construction. Lightweight aluminum alloy 
housing. Auxiliary side handle for maximum con- 
trol. UL Listed. 

Model 4280 (358) 4282 (357) 
Speed 560 RPM 560 RPM 
AMPS 5.0 5.0 


Drilling v2" Steel ve" Steel 
Capacity 1” Wood 1” Wood 


Shipping Weight 9 Lbs. 9 Lbs. 


Y2"” SPADE HANDLE SINGLE 
SPEED REVERSING DRILL 

MODEL 4287 (377) 

In handle reversing switch. Multi purpose spade 
handle with auxiliary pipe handle. Ball and bronze 
bearing construction. Lightweight aluminum alloy 
housing. Built in chuck key holder. UL Listed. 
Model 4286 (378) 4287 (377) 
Speed 560 RPM 560 RPM 
AMPS 5.0 5.0 


Drilling ve" Steel 2” Steel 
Capacity 1” Wood 1” Wood 


Shipping Weight 11 Lbs. 11 Lbs. 


FLC 2616 


No. 10 CAPACITY POSITIVE 
CLUTCH REVERSING 
SCREWDRIVER MobDEL 4097 (380) 


Full control trigger switch with “ON” position lock 
button. Ball and needle bearing construction. Posi- 
tive clutch. In handle reversing switch. Lightweight 
alumium alloy housing. UL Listed. 


Model 4096 (372) 4097 (380) 
Speed 1000 RPM 1000 RPM 
AMPS 3.0 3.0 
Capacity Wood Screws Wood Screws 
No. 10 No. 10 
Self Tapping 


Self Tapping 
Machine Screws Machine Screws 
and Nuts No. 12 


and Nuts No. 12 
5% Lbs. 5% Lbs. 


Shipping Wt. 


COMMERCIAL DUTY FASTENING TOOLS 


FLC 2611 


VARIABLE 
SPEED REVERSING 


FASTENER DRILL 
MODEL 4095 (356) 


HAMMER DRILL J 
MODEL 4190 (344) \ 


ie 
“‘Twist-Collar’’ conversion for hammering to drill- 
ing conversion. ‘‘Spring-Free” impact mechanism. 
Multi-position forward handle. Ball and needle 
bearing construction. Lightweight aluminum alloy 
housing. UL Listed. 


FLC 2631 


Two tools in one—screwdriver and drill. ‘“Twist- 
Collar’ conversion for rapid changeover. Trigger 
controlled variable speed—forward and reverse. 
In handle reversing switch. Ball and needle 
bearing construction. Lightweight aluminum alloy 
housing. UL Listed. 


Model 4095 (356) 

Speed 0-1000 RPM 

AMPS 3.0 

Drilling Capacity ¥%" Steel 
¥%," Wood 


Wood Screws No. 10x12” 
Self Tapping 

Machine Screws and Nuts 
No. 12 


5% Lbs. 


Fastening Capacity 


Shipping Weight 


Model 
Speed 
Impacts 
Per Minute 
AMPS 4.0 

Drilling %”" Steel 
Capacity ¥%," Wood 
¥2" Concrete 
8% Lbs. 


4190 (344) 
2500 RPM Idle 
40,000 


Shipping Weight 


HAMMER DRILL KIT 
MODEL 4199 (9344) 


Includes 4190 Hammer Drill plus carrying case and 
¥%"x 4” carbide tipped bit. Shipping Weight, 10% 
Lbs. 


v2” IMPACT WRENCH 

MODEL 4930 (225) 

“Tuned” impact mechanism reduces kickback on 
impact. Back-end reversing collar for extra safety. 
Detent pin (%2” square drive) anvil for positive 
holding of sockets or drill chuck. Short length 
(958”) allows ‘use in confined areas. Lightweight 
aluminum alloy housing. UL Listed. 


4930 (225) 

Speed 1800 RPM 
Impacts Per Minute 2000 

AMPS 4.8 

Capacity ¥2;" Bolt Diameter 
Shipping Weight 9 Lbs. 


Ya" IMPACT WRENCH KIT 
MODEL 4939 (9225) 


Includes Model 4930 Impact Wrench. 3-jaw drill 
chuck. 6 sockets (%”, %”, 36", "%e" %” and '%,”) 
plus carrying case. Shipping Weight, 17 Lbs. 


Model 


DRILL AND FASTENING TOOL ACCESSORIES 


PORTABLE DRILL ACCESSORIES iter Twist Drill Sets FLC-2613 


A e Hf tit!) Made of high-speed steel for drilling In metals 
paPaMinMixer pPoneey Hii and other tough materials. Includes carrying 
No. 56507. Mounts to drill chuck. Eliminates case. 
kediousimand Stiriad me aay Lt ae set consisting of 4%", %,”, 
fla hy", ee Me in Ma, X,", Y%", v) “ee Wy" 
B Drill Chucks — FLC-2615 antig’ eis a ae eat a 


Geared key type. No. 56067. 1 1piece set consisting of \,”, %”, 
No. 56300. ye chuck. With %"-24 threaded 8 29 Ks 972544 2 He , "42 and % bits 
mounting 


ae ; n No. 56068. 7-piece set consisting of %6”, 42", %”, 
c rousanee %” chuck. With %."-24 threaded 54", K4", Ky" and 4" bits 


Drill Accessory Kits FLC-2615 


A 
C Chuck Key FLC-2615 
: : No. 58538. For all variable speed and variable 
D No. 56506. For above listed drill chucks speed reversing drills. Includes %” masonry 
- ig bit, Phillips head bit; slotted bit and finder 
D Auxiliary Handle FLC-2615 4 sleeve for No. 4, 6 and 8 slotted head wood 
No. 56302. For use with double insulated drills V _— oo and (3) boring bits (4, 4" and 1”) 
for added operator control Cm, <7 No. 58840. For all double insulated drills. In- 
ly SS cludes chuck key, (3) twist drills (%”, %%” and 
E 


\%"), 3” diam. rubber back-up pad, 3” diam. 


anergy ineleas pEeAeGte buffing wheel and carrying case 


Packaged individually in plastic bag. y 
No. 56508. Rubber holder ff Carrying Case FLC-2615 
No. 56510. Leather holder No. 58842. For all double insulated drills 


Arbor Adapter FLC-2615 Lubricant FLC-2022 


No. 58142. 4” diameter spindle with 4%” shank. No. 48230. For all drills 
For mounting grinding, buffing and wire wheels. 


=. \ 


Flexible Rubber Back-Up Pad FLC-2615 


No. 53142. 5” diameter with 4%” shank. For use 
with abrasive discs and lambs wool buff 


FASTENING DRILL ACCESSORIES 


Power Bits FLC-2616 Adapter FLC-2631 
For all screwdrivers. Complete with finder No. 58067. Converts 4930 Impact Wrench (4” 
sleeve. 4%” hex drive. Approx. 334” long. square drive) to a %” square drive unit tone 
. ae ae Lubricant — FLC-2022 
SAGB2E) FS SABRE =) No. 48230. For Model 4095 Fastener Drill 
44826 8F-10R 
44827 10F - 12R. Carrying Case FLC-2631 


44828 12F-14R No. 58756. For 4930 Impact Wrench 


HAMMER DRILL ACCESSORIES 


Percussion-Type Carbide Tipped Bits FLC-2630 
With specially ground lips to increase drilling 
speed and efficiency. All with 34” shanks. 

No. Diam. Length 

44943 4” 

44944 4” 

44945 

44946 

44852 


DOUBLE INSULATED 


“Home-use” CIRCULAR SAWS 


With features craftsmen demand 


10 


FLC 2580 


7%” DOUBLE INSULATED 
CIRCULAR SAW 


MODEL 4500 


The greatest saw value today. Big 7%” blade size. 
Fast 5800 RPM cutting speed. Double insulated to 
protect the user against shock. Accurate depth 
and angle adjustment scales. Telescoping blade 
guard. Complete with 7%” blade. UL Listed. 


Model 4500 
Speed 5800 RPM 
AMPS 8.5 


Cutting Capacity 2%” at90° 
1%” at 45° 


Shipping Weight 8 Lbs. 


7%” DOUBLE INSULATED 
CIRCULAR SAW 

MODEL 4510 

Double insulated to protect the user against elec- 


trical shock. Telescoping blade guard. Large base. 
Accurate depth and angle adjustment controls. 


Powerful 9.0 amp motor. Blade included.UL Listed. 


Model 4510 
Speed 5800 RPM 
AMPS 9.0 


Cutting Capacity 2%” at 90° 
1%” at 45° 


Shipping Weight 8 Lbs. 


7%" DOUBLE INSULATED 
CIRCULAR SAW 


MODEL 4520 


The top of the line double insulated circular saw. 
Extra powerful 9.5 amp motor. Large support base. 
Double insulated to protect against electrical 
shock. Man-sized controls for easy depth and 
angle adjustments. Blade included. UL Listed. 


Model 4520 

Speed 5800 RPM 

AMPS 9.5 

Cutting Capacity 2%” at 90° 
1%” at 45° 


Shipping Weight 8¥2 Lbs. 


COMMERCIAL DUTY CIRCULAR SAWS 
Sized and Powered for Commercial Application 


634” HEAVY DUTY BUILDERS SAW 


100% ball bearing construction. External gear 
lubricator. Auxiliary front blade shield. Depth and 
angle adjustment scales. Wrap around base. Light- 
weight aluminum alloy housing. Blade included. 
UL Listed. 


Model 246 


Speed 5800 RPM 


AMPS 10.5 


Cutting Capacity 2%,” at 90° 
1%” at 45° 


Shipping Weight 16 Lbs. 


634” SAW KIT mobEL 9246 


Includes Model 246 Saw plus Rip Guide and Carry- 
ing Case. Shipping Weight, 24 Lbs. 


7%4” HEAVY DUTY BUILDERS SAW 


External gear lubrication. 100% ball bearing con- 
struction. Wrap around base. Auxiliary front blade 
shield. Depth and angle adjustment scales. Kick- 
proof clutch. Lightweight aluminum alloy housing. 
Blade included. UL Listed. 


Model 215 
Speed 5800 RPM 
AMPS 11.5 


Cutting Capacity 2%" at 90° 
1%" at 45° 


Shipping Weight 16 Lbs. 


7%” SAW KIT MmoDEL 9216 


Includes Model 215 Saw plus Rip Guide and Carry- 
ing Case. Shipping Weight, 24 Lbs. 


8%” HEAVY DUTY BUILDERS SAW 


100% ball bearing construction. External gear lu- 
bricator. Kickproof cutch. Auxiliary front blade 
shield. Flush type base. Depth and angle adjust- 
ment scales with large control knobs. Blade in- 
cluded. UL Listed. 


Model 268 
Speed 5800 RPM 
AMPS 12.5 


Cutting Capacity 21%," at 90° 
2%” at 45° 


Shipping Weight 17% Lbs. 


8%” SAW KIT MoDEL 9268 


Includes Model 268 Saw plus Rip Guide and Carry- 
ing Case. Shipping Weight, 24 Lbs. 


MODEL 246 


MODEL 215 


MODEL 268 


FLC 2580 
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CIRCULAR SAWS 
Discontinued Circular Saws 


7%2” DOUBLE INSULATED 


CIRCULAR SAW 
MODEL 75 


Double insulated to protect against electrical 


shock. Kickproof clutch. Telescoping blade guard. 
Ball bearing equipped. Blade included. UL Listed. 


Shipping Weight, 13 Lbs. 


7%” DOUBLE INSULATED 


CIRCULAR SAW 
MODEL 80 
Extra powerful 10.0 amp motor. Double insulated. 


Ball bearing equipped. Wide base for stability. Saw 
dust blower keeps line of cut visible. Blade in- 
cluded.UL Listed. Shipping Weight, 14 Lbs. 


7%2” DOUBLE INSULATED 
CIRCULAR SAW KIT 
MODEL 9075 


Includes Model 75 Saw plus Rip Guide and Carry- 
ing Case. Shipping Weight, 20 Lbs. 


PORTABLE CIRCULAR SAW ACCESSORIES 


Stay-Sharp Circular Saw Blades 
All with 5¢” arbor hole. 


Blade 
Diam. No. 


6” Chisel Tooth 12012 
6%” Chisel Tooth 12015 
Chisel Tooth 12018 
Chisel Tooth 12021 
Chisel Tooth 12027 
Chisel Tooth 12030 
Chisel Tooth 12033 
Chisel Tooth 12034 
Chisel Tooth 12042 
Chisel Tooth 12045 
Chisel Tooth 34-627* 
Chisel! Tooth 34-708 
Chisel Tooth 33-247 
Chisel Tooth 34-105 
12096 
12099 


Hollow Ground 

Hollow Ground 

Hollow Ground 12102 

Hollow Ground 12105 

Hollow Ground 12108 
12111 
12114 


Hollow Ground 

Hollow Ground 

Hollow Ground 12117 
9 Hollow Ground 33-227 

Hollow Ground 34-016 

Carbide-Tipped 12000}¢ 

Carbide-Tipped 12003} 

Carbide-Tipped 12006¢ 

Carbide-Tipped yO 

Carbide-Tipped 34-841§ 


FLC-2582 


FLC-2582 


Rockwell Homecraft® Circular Saw Blades 
All with 46” arbor hole. 


Blade Type 


Combination 
Combination 
Combination 


a—_— 
FOUN 


Cross Cut 
Cross Cut 
Cross Cut 


Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Cross Cut 
Rip 
Rip 
Rip 
Rip 
Rip 
Rip 
Rip 


Rip 
Rip 
* 28 Tooth Blade for Motorized Saws 


iii, 


t 8 Tooth Blade § 24 Tooth Blade 


Blade Type 


Plywood 
Plywood 
Plywood 


Flooring 
Flooring 


Flooring in. 


— 


PORTABLE CIRCULAR SAW ACCESSORIES 


Rip Guides 

For fast accurate ripping to uniform widths. 
No. 53124. For Models 215 and 246 

No. 18288. For Model 268 

No. 53113. For Models 75 and 80 

No. 53114. For Models 4500, 4510, 4520 


Protractor Gauge 


No. 48083. For straight or angle cut-off work. 
Adjustable 75° right or left 


Abrasive Wheels FLC-2582 

All with 5%” arbor hole. Use “RL” for composi- 

tions and non-ferrous metals; “GL” for cutting 

stone and plastic; ‘‘BL” for iron and steel. 

Diameter RL GL BL 
No. 12162 No. 12159 No. 12156 


Cross-Cut Guide 
No. 48227. For accurate 90° cross-cutting 


No.12171 No. 12168 No. 12165 Carrying Cases FLC-2580 
Heavy gauge steel No. 43067 Case also features 


No. 12180 No.12177 No. 12174 i a “Foldaway” lid for ready access to saw and 
accessories. 


No. 44657. For Model 268 
FLC-2022 No. 43067. For Models 246 and 215 


Lubricant 
No. 53127. For Models 75 and 80, 4500, 4510 


No. 48212. For Models 246, 215 and 268 saws 


SPECIAL CIRCULAR SAW BLADE a MOY 2):74 


With ¥e” arbor hole unless otherwise indicated. 


Blade 
Diameter Recommended Use 


5%" Plywood cutting 
6” Sizing hardwood flooring 


6%” Cutting light gauge metals; Transite and Fiberglas 


6%” General ripping and cross cutting (Diamond Arbor) 


Plywood cutting ed 


Plywood cutting 


General ripping and cross cutting (Diamond Arbor) 


Plywood cutting and finishing of woods. (ees) aaah 12189 
All-purpose for difficult sawing jobs. (spec. hardened teeth) 12129 


Cutting hardwoods and plastic; lightweight aluminum extrusions and soft 34709 


non-ferrous metals (with lubricant) aim. 
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DOUBLE INSULATED “Home-use” JIG SAWS 


Home use jig saws for every cutting application 


How to select the right jig saw: 


FLC 2581 


Any Rockwell jig saw will cut a variety of materials from woods to hard steels. This 
chart visually depicts the uses for which each class of saw is best suited. 


Applications 


Single-speed 


Variable-speed 


How to match your saw to your application: 


Single-speed 


High speed. Best suited for softer materials such as wood, compositions, plastic 
or light metal for which lower, controlled speed of cut is not critical. 


Low speed well suited for harder or higher-density materials such as laminates, 
brittle plastics, metals. High speed provides excellent cutting characteristics in 
softer materials such as plywood, copper tubing, and other lower-density items. 


Ideal for all materials from soft woods to hard metals. Exact speeds can be reg- 


Variable-speed 


ulated to perfectly match cutting requirements for every material and for maxi- 


mum control. Also well suited for intricate scroll cutting. 


SINGLE SPEED 


JIG SAW 
MODEL 4300 


Double insulated to protect the user from electrical 
shock. Cuts wood, composition board, light metal 
and plexiglass. Anti-splinter base insert reduces 
splintering of material. Base tilts 45° right or left. 
Universal blade holder. UL Listed. 


Model 

Strokes Per Minute 
AMPS 

Cutting Capacity 
Shipping Weight 


we 


DOUBLE INSULATED “Home-use” JIG SAWS 


MODEL 4310 (968) 


TWO 
SPEED 
JIG SAW 


Two speeds allow cutting of wood, composition 
board, light metal, plexiglass, plastic, laminates 


MODEL 4320 (969) 


VARIABLE 
SPEED 
JIG SAW 


The ultimate in versatility. Cuts wood, light and 
heavy metals, composition, plexiglass, plastics and 


DOUBLE 

INSULATED 

VARIABLE 

SPEED 

COMMERCIAL DUTY JIG SAW 


MODEL 4380 (248) 


COMMERCIAL 
DUTY JIG SAW 


Ball and bronze bearing construction. Powerful 3.0 
amp motor. Cycloid blade cutting action. Extra 
large (17 sq. inch) base tilts 45° for bevel cutting. 
Anti-splinter base insert. Lightweight aluminum 
alloy housing. UL Listed. 


and heavy metal. Anti-splinter base insert re- 
duces splintering in brittle material. Base tilts 45° 
either direction. Double insulated to protect 
against electrical shock. Finger tip speed selector. 
Universal blade holder. UL Listed. 


Model 4310 (968) 
Strokes Per Minute 2200 and 2900 
AMPS 2.6 

Cutting Capacity 20 

Shipping Weight 4 Lbs. 


laminates. Variable speed allows intricate scroll 
cutting. Finger tip speed control. Double insulated 
to protect against electrical shock. Anti-splinter 
base insert. 45° left or right tilting base. Universal 
blade holder. UL Listed. 


Model 4320 (969) 
Strokes Per Minute 0-2900 
AMPS 2.7 
Cutting Capacity 20 
Shipping Weight 4 Lbs. 


FLC 2581 


Commercial duty rated and double insulated. Extra 
large base tilts 45° in either direction. Splinter- 
free base insert. Powerful 2.8 amp motor. Ball and 
needle bearing construction. Universal blade 
holder. UL Listed 


Model 4370 (280) 
Strokes Per Minute 900-2900 
AMPS 2.8 
Cutting Capacity 2” 
Shipping Weight 4 Lbs. 


Model 4380 (248) 
Strokes Per Minute 3200 
AMPS 3.0 


Cutting Capacity 2%” Wood 
%" Aluminum 
%e"” Steel 


Shipping Weight 9Lbs. _ 
COMMERCIAL DUTY JIG SAW KIT 
MODEL 4389 (9248) 


Includes Model 4380 Commercial Duty Jig Saw 
plus Rip Guide, seven blades and carrying case. 
Shipping Weight, 12 Lbs. 
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COMMERCIAL DUTY JIG SAWS 


Commercial Duty “Tiger Saw” All Purpose Saw FLC 2581 WW 


oting guide shoe for greater support and stability. 
Lightweight aluminum alloy housing. UL Listed. 
Model 4390 (277) 
Strokes Per Minute 2400 
Stroke Length 17 

AMPS 8.0 


Shipping Weight 12 Lbs. 


TIGER SAW ~s_ MODEL 4390 (277) TIGER SAW KIT 


Exclusive dual action cutting—orbital or recipro- © MODEL 4399 (9277) 
cating—at the flick of a finger. Universal blade Includes Model 4390 Tiger Saw, assortment of 5 
clamp. Ball and needle bearing construction. Piv- blades andcarrying case. Shipping Weight, 15 Lbs. 


JIG SAW ACCESSORIES 


Carrying Cases FLC-2581 No. 47124. For all ‘“Home-Use” jig saws. For 
No. 18291. For Model 4380. Heavy gauge steel. extended rip cuts; and circle cutting from 2%” 


No. 55665 to 12” diameter 
No. 53649. For Model 4390 No. 47125. For Model 4370 Jig Saw 


Rip Guide FLC-2581 Blade Insert FLC-2581 


a No. 48370. Plastic. For all Jig Saws. Prevents 
He Presi Model ¢Sn0e'For task tle pingsla => splintering of fine woods and paneling ee 


Lubricant FLC-2022 
Rip and Circle Cutting Guide FLC-2581 No. 45571. For Model 4380 Jig Saw 


UNIVERSAL TYPE JIG SAW BLADES FLC-2583 


For use with Rockwell Jig Saw Models 4300, 4310, 4320, 4370 and most competitive make saws. Available singly or in packaes 
of (2) two. 
Teeth 


Color Per 
No. Recommended Use Key Width Length Inch 


Cutting non-ferrous metals (aluminum, ” ” 
my — 32500 copper, etc.)—%” to 4" thick. Green % 3 14 


ing ferrous (iron) metals— zs rs 
poo Cl Cutting ferro 
325014." to K," thick, Red % 3 24 


ee) = ae Cutting ferrous (iron) metals— Wie ” 
32502 \" to %" thick, Gold \% 3 32 


Cutting non-ferrous metals (aluminum, ” yn 

DOO) ae 32503 copper, etc.)—K,” to y" thick. Red Ks 3% 14 
Cutting soft woods up to 2” thick. For fine 
finish applications. Not for scroll work. 
ee or thinner woods less than Black yn 3" 


Cutting green or wet woods—,” to 15%,” 
thick. Blade thickness tapers front (tooth Black yw" 3” 
edge) to back for cut relief; easier cutting. 


Intricate cutting (circles and other scroll 


eer **32507 work). For use on wood, plastic, plywood Blue yr 2," 14 


\%" to 1” thick. 
rr 32508 Fast cutting of soft woods—%” or thicker. Black 4" 3%” 6 
Fast, smooth finish cutting of hard woods wu yn 
MXM 32509 eo hick, Blak  %" 3%" — 10 
32510 Assorted Package of (10) Ten Blades: Contains (1) one each of Nos. 32500, 


32501, 32502, 32503, 32504, 32505, 32506, 32507, 32508 and 32509. 


tDealer Note: Individual blade orders not shipped from factory or warehouse. Order in multiples of (2) two. Catalog numbers shown 
are for packages of (2) two. 
**Can be used with Anti-Splinter Base Insert on Jig Saws for fine finish on plywoods, paneling, etc. Do not use Anti-Splinter 
Insert with other Universal Type Blades. 
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Yellow y" 3” 


~~ 


JIG SAW ACCESSORIES 


PROFESSIONAL TYPE JIG SAW BLADES FLC-2583 


For use with Rockwell Model 4380 only. Available singly and in packages of 5 (with each blade individually packaged). 


Cutting Teeth 
Recommended Use Width Edge Per Inch 


12303 Cutting Fiberglass—'4” thick or less A 1%" 


12309 Rough cutting wood 


Scroll work and general wood cutting 

Cutting brass, bronze, copper and other non- 
ferrous metals—%," to 4” thick —_| 

Cutting brass, bronze, copper and non-ferrous 


metals 54,” to 4” thick, angle iron, mild steel 
sheets and tubing—” to %” thick 


%" 


y" 2 


Cutting steel sheets and tubing %” to 4%” thick 


4 
as 12351 Cutting cardboard, cloth, leather and rubber 54" 1%," Knife 
12363 General wood cutting, also for cutting asphalt %” 2%" 10 
tile, fiber, paper and plastic laminates, linoleum, 
12369 lucite, nylon, plexiglass and rubber 


*12375 General wood cutting and scroll work 


12378 Assorted Packages of Ten (10) Blades: Contains one (1) each of Nos. 12307, 
12315, 12321, 12327, 12333, 12339, 12345, 12363, 12369 and 12303. 


*Can be used with Anti-Splinter Base Insert on Jig Saws. 
*Dealer Note: Individual blade orders not shipped from factory or warehouse. Order in multiples of (5) five. 
Catalog number shown are for packages of (5) five. 


ALL PURPOSE SAW BLADES FLC-2583 


A blade for every type of sawing aplication. Designed for use on Rockwell, and most competitive make saws. 


Catalog 
No. Recommended Use 


Silver 
General roughing-in wood. 


Scroll cutting hard wood; plywood; pressed 6” 
wood; plastic; tile; asbestos. (Scroll) 


Heavy gauge (non-ferrous) metals, bar and 
angle stock; cast aluminum; hard rubber; 
plastics including laminates; pressed wood. 


Heavy gauge (non-ferrous) metals, bar and 
angle stock; galvanized pipe; tubing (over 


‘Heavy gauge (non-ferrous) metals; bar and 
angle stock; cast iron; sheet steel (over 18 
ga.); hard rubber; pressed wood; fiberglass. 


Heavy gauge (non-ferrous) metals, bar and 
angle stock; cast iron; sheet aluminum. 


Metal scroll; stainless; cast iron; bar and 34" 
angle stock; galvanized pipe; tubing (under) (Scroll) 
18 ga.). 


. . 12” 
Cutting nail-embedded wood. (Flexible) 


*Dealer Note: Individual blade orders not shipped from factory or warehouse. Order in multiples of (2) two. Catalog numbers shown 
are for packages of (2) two. 


Discontinued Models Double insulated to protect against electrical 
SINGLE SPEED DOUBLE INSULATED shock. Universal blade holder. Anti-splinter base 


JIG SAW mobEL 967 insert. UL Listed. Shipping Weight, 4 Lbs. 


DOUBLE INSULATED “Home-use” SANDERS 
High Speed Orbital Sanders FLC 2561 _ 


Rockwell hi-speed orbital sanders deliver superior sanding characteristics over slow speed or vibrator-type sanders, because of the 
size of the orbit and the high speed, orbits per minute (opm). The higher the orbits per minute (opm), the smoother the result. Vibrator 
or slow speed types cannot match the speed of this sander, nor can they match the smooth, swirl-free results. 


Uses for your Rockwell hi-speed orbital sander 


X) 
SF 
hs Exclusive 
ba Ast oy sure-grip 
Extra- delta sandpaper 


33 sq. inch pad Sands flush on 3 sides clamp | Positive control front and rear handles 


Your Rockwell orbital sander works with any grade of sandpaper from the coarsest grit for tough stock removal applications to the 
finest grit for smooth finishing work. 


MODEL 4400 DOUBLE INSULATED ORBITAL 
SANDER 


Super highspeed orbital action. 10,000 OPM. Flush 
side design for sanding along vertical surfaces; in 
corners. Double insulated to protect against elec- 
tric shock. Front and rear handles for positive con- 
trol. UL Listed. 

Model 4400 
Orbits Per Minute 10,000 
AMPS 1.3 

Pad Size 345" x 9” 
Paper Size 374” x 11" 
Shipping Weight 4 Lbs. 


MODEL 4420 (96) DOUBLE INSULATED BALL 
BEARING ORBITAL SANDER 


Ball bearing construction. 12,000 OPM for fast 
smooth sanding. Double insulated to protect 
against electrical shock. Flush side design allows 
flush sanding on 3 sides. Front and rear handles 
for positive control. UL Listed. 


Model 4420 (96) 
Orbits Per Minute 12,000 
AMPS 1.5 

Pad Size 3%" x 9” 
Paper Size 34%" x 11” 
Shipping Weight 5 Lbs. 


DOUBLE INSULATED “Home-use” SANDERS 


DOUBLE INSULATED 
DUSTLESS BELT SANDER 
MODEL 4461 (90) 


COMMERCIAL DUTY SANDERS 


3 x 21” belt sander. Ball thrust bearing construc- 
tion. Double insulated to protect against electrical 
shock. Single control belt tracking. Automatic belt 
tensioning. Positive belt/spur gear drive. Includes 
dust bag, nozzle and attachment parts.UL Listed. 


DOUBLE INSULATED BELT 
SANDER 
MODEL 4460 (91) 


Ball thrust bearing construction. 3x 21 belt. Single 
control belt tracking. Automatic belt tensioning. 
Double insulated to protect against shock. UL 
Listed. 


Model 4461 (90) 4460 (91) 
Belt Speed (SFPM) 900 900 

Belt Size Bs xe2i 3” x 21” 
AMPS 6.0 6.0 
Shipping Weight 13 Lbs. 12 Lbs. _ 


FLC 2561 


COMMERCIAL DUTY 
FINISHING SANDER 
MODEL 4485 (205) 


100% ball bearing construction. 10,000 orbits per 
minute for swirl free finishing. Direct motor to pad 
design for reliability. Flush sanding on three sides. 
Lightweight aluminum alloy housing. Powerful 3.0 
amp motor. Includes abrasive sheet. UL Listed. 


Model 4485 (205) 
Orbits Per Minute 10,000 
AMPS 3.0 

Pad Size AV" x 9%" 
Paper Size 4%" x11" 


Shipping Weight 9 Lbs. 


COMMERCIAL DUTY 


SPEED-BLOC SANDER 

MODEL 4480 (230) 

Palm grip design for one hand operation. Thumb 
actuated sliding switch. Offset pad construction 
allows 4 way flush sanding. 12,000 OPM. 100% 
ball bearing construction. Direct motor to pad 
design. Includes abrasive sheet. UL Listed. 


Model 4480 (230) 
Orbits Per Minute 12000 
Orbit Diameter Ha" a 
AMPS 2.0 

Pad Size 42" x 44" 
Shipping Weight Q9Lbs. 


19 


COMMERCIAL DUTY SANDERS 


| MODEL 4471 (237) 
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FLC 2561 


COMMERCIAL DUTY DUSTLESS 
BELT SANDER 3” x 21” 


Ball and needle bearing construction. Lightweight 
aluminum alloy housing. Two pulley design for 
longer belt life. Automatic belt tensioning. Single 
control belt tracking. Includes dust bag, nozzle 
attachment, parts and abrasive belt. UL Listed. 


COMMERCIAL DUTY BELT 
SANDER 3” x 21” MODEL 4470 (236) 


Ball and needle bearing construction. Lightweight 
aluminum alloy housing. Two pulley design for 
longer belt life. Single control belt tracking. Auto- 
matic belttensioning. Positive belt/spur gear drive. 
Includes abrasive belt. UL Listed. 


Model 4471 (237) 4470 (236) 
Belt Speed (SFPM) 900 900 

Belt Size 3” x 21” 3” x21” 
AMPS 7.0 7.0 
Shipping Weight 13 Lbs. 12% Lbs. 


COMMERCIAL DUTY 

DISC SANDER 

MODEL 4770 (204) 

100% ball bearing construction. Auxiliary side 
handle for sure control. Helical gear drive. Motor 
over pad design. Lightweight aluminum alloy hous- 


ing. Includes back up pad and 3 abrasive discs. 
UL Listed. 


Model 4770 (204) 
Disc Speed (RPM) 4000 a 
Disc Size 7” Diameter 
AMPS 4.0 
Shipping Weight 9 Lbs. 


COMMERCIAL DUTY 

DISC SANDER 

MODEL 4780 (270) 

Powerful 8.0 amp motor. Instant release safety 
switch with “ON” position lock button. 100% ball 
bearing construction. Reversible exhaust deflec- 


tor. Offset spindle. Wrenchless quick change back 
up pad. Auxiliary side handle. UL Listed. 


Model 4780 (270) 
Disc Speed (RPM) 4500 

Disc Size 7” Diameter 
AMPS 8.0 
Shipping Weight 12 Lbs. 


™, Discontinued Sanders 


ORBITAL SANDER Double insulated. 10,000 OPM. 324”x 9” pad size. 
MODEL 95 Shipping Weight, 4 Lbs. 


SANDER ACCESSORIES 


BELT SANDER ACCESSORIES FINISHING SANDER ACCESSORIES 


Lubricant FLC-2022 

No. 48230. For Models 4470 and 4471 Belt 
Sanders 

Abrasive Belts FLC-3683 


SA: Aluminum oxide open coat. For soft woods, 
paint and varnish removal. A: Aluminum oxide 
closed coat. For hard woods. T: Silicon car- 
bide. For stone. 


Rubbing Pad FLC-2561 


No. 47699. For Model 4480 Sander. With metal 
back-up pad. For use with finishing compounds. 


Abrasive Sheets FLC-3680 Aluminum Oxide. For use with 
Finishing Sanders as listed. 


FINE as 
Size Type Mash and Grit Number ; . 
120-3/0 100-2/0 80-1/0 With Size No. Type 
SA 13141* 13138* 13135* 13516 120 Grit 3/0 Fine 
Model 4%2”x11” 13510 80 Grit 1/0 Med. 
3” x 21” A 13114* 13111* 13108* 4485 13504 50 Grit 1 Coarse 


13522 Assorted 
T 13153* 13150* - 
13435 220 Grit 6/0 Extra 


OO —— Fine 


MEDIUM Model 4%”x 5%” 13438 150 Grit 4/0 Fine 
Size Type Mesh and Grit Number 4480 13441 120 Grit 3/0 Med. 
60-7 50-1 40-1% 13444 100 Grit 2/0 Med. 
SA 13132* 13129* 13126* 13447 80Grit 1/0 Med. 
13450 60Grit 1/2 Coarse 
3”x21" A 13105* 13102* 13099* 43453 Assorted 


13483 120 Grit 3/0 Fine 
Model 3%”x9” 13486 100 Grit 2/0 Fine 


COARSE 4400,4420 13489 80 Grit 1/0 Med. 
Size Type Mesh and Grit Number 13492 60 Grit 1/2 Med. 
36-2 30- 2% 13495 50 Grit 1 Med. 
SA 13123* 13120* 13498 40Grit 114 Coarse 
13477 Assorted 
3” x 21” A 13096* 
T 13144* Sponge Rubber Pad FLC-2561 


No. 47696. For Model 4480 Sander. With metal 
back-up pad. For sanding irregular or curved 
surfaces 


*Dealer Note: Must Be Ordered in Multiples of 
(10) Ten. 


DISC SANDER Abrasive Discs FLC-3682 

For Model 4770 Disc Sander. 
ACCESSORIES 7 Package of 12. 7” diameter. 
For Model 4780 Disc Sander. 7” diameter. Alu- Blemni nae xIBe: 


minum Oxide. No. Type 


No. Type , ae 42336 Medium. 80 Grit 
18153 Coarse. 36 Grit Sl Reese 42335 Coarse. 36 Grit 
18156 Coarse. 50 Grit emer 42334 Coarse. 20 Grit 
18159 Medium. 80 Grit Bey 42331 Assorted 
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POLISHERS AND PAINT REMOVER 


Commercial Duty 


MODEL 4785 (271) 


MODEL 4790 (203) 


Pile Fabric Rubbing Pad FLC-2561 
No. 54434. For Model 4785 Polisher. 7” diameter 


Lambs Wool Buff FLC-2561 

No. 42352. Furnished as standard equipment 
with Model 4775 Polisher. 82” diameter 

No. 54432. Furnished as standard equipment 
with Model 4785 Polisher. 7” diameter 


Lubricants FLC-2022 
No. 53454. For Model 4785 Polisher 
No. 48230. For Model 4775 Polisher 


FLC 2561 


COMMERCIAL DUTY POLISHER 
100% ball bearing construction. All purpose 2000 
RPM speed. Lightweight aluminum alloy housing. 
Auxiliary side handle for added control. Includes 
lambs wool buff and wrenches. UL Listed. 


Model 4775 (206) 


Pad Speed (RPM) 2000 


PadSize 7” Diameter 
AMPS 4.0 


Shipping Weight 9 Lbs. 


COMMERCIAL DUTY POLISHER 


Heavy duty 8.0 amp motor. Offset spindle. Reversi- 
ble exhaust deflector. Built in tool rest. Rocker 
arm switch. Auxiliary side handle. 100% ball bear- 
ing construction. Includes lambs wool buff. UL 
Listed. 


Model 4785 (271) 
Pad Speed (RPM) 2100 

Pad Size 7” Diameter 
AMPS 8.0 mi 
Shipping Weight 12 Lbs. 


COMMERCIAL DUTY PAINT 
REMOVER 


100% ball bearing construction. Tungsten carbide 
sanding disc. Vertical and horizontal adjustment 
controls. Auxiliary side handle. Lightweight alu- 
minum alloy housing. Includes tungsten carbide 
disc, back up pad, wrenches, side handle. UL 
Listed. 

Model 4790 (203) 
Disc Speed (RPM) 4000 . 
Disc Size 6” Diameter 
Shipping Weight 14 Lbs. - 


Tungsten Carbide Discs FLC-3682 
For Model 4790 Power Paint Remover. 
6” diameter 


No. Type 
18024 46 Grit 
18027 36G rit 
18030 24 Grit 


we 


ROUTERS AND TRIMMERS 


Put Power and Control at Your Fingertips 


MODEL 4620 (64) 


DOUBLE INSULATED 
“Home-Use” ROUTER 
100% ball bearing construction. Double insulated 


to protect against electrical shock. 28,000 RPM 
gives fast smooth routing. Non-marking base. Dial 


\ &@ 


MODEL 4672 (208) 


MODEL 4680 (200) 


a 


MODEL 4682 (250) 


FLC 2560 


depth adjustment control. Dual knobs for easy con- 
trol. Includes %4” split-type collet and wrenches. 


4620 (64) 
28,000 RPM 


Collet Capacity 
Shipping Weight 


ROUTER KIT MODEL 4629 (63) 


Includes Model 4620 Router plus Router Edge 
Guide, 3 Router Bits and Router Book. Shipping 
Weight, 16 Lbs. 


5% Lbs. 


COMMERCIAL DUTY DOUBLE 
INSULATED ROUTER 


Mill type %” collet. 100% ball bearing construc- 
tion, 28,000 RPM. Double insulated to protect the 
user. Non-marking base. Recessed slide switch. 
Includes %” mill type collet and wrenches. 


Model 4672 (208) 
Speed 28,000 RPM 
AMPS 3.5 

Collet Capacity Wy" 
Shipping Weight 6 Lbs. 


1 HP COMMERCIAL DUTY ROUTER 


Pin and groove depth adjustment. Self aligning, 
non-marking base. 100% ball bearing construc- 
tion. Oversize brushes. 22,000 RPM. Includes %4” 
mill type collet and wrenches. UL Listed. 


Model 4680 (200) 
Speed 22,000 RPM 
AMPS 6.8 - 
Collet Capacity Ya" 
Shipping Weight 7% Lbs. 


1% HP COMMERCIAL DUTY ROUTER 


Self-aligning non-marking base. Mill type %4” col- 
let. Pin and groove depth adjustment. 100% ball 
bearing construction. Includes %” collet and 
wrenches. UL Listed. 


Model 

Speed 

AMPS 

Collet Capacity 
Shipping Weight 


4682 (250) 
22,000 RPM 
7.5 

Va" 

8Y Lbs. 
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ROUTERS AND TRIMMERS 


No. 4670 (364) No. 4674 (220) 
DOUBLE INSULATED COMMERCIAL 
DUTY LAMINATE TRIMMER 


MODEL 4670 (364) 


Dual edge guide for flush and bevel trimming. 
Positive guide centering. 100% ball bearing con- 


FLC 2560 


1% HP COMMERCIAL DUTY 
ROUTER MobDeEL 4684 (260) 


Exclusive D-handle design with trigger switch. 
100% ball bearing construction. Pin and groove 
depth adjustment. %2” collet available. Includes 
Ya" collet and wrenches. UL Listed. 


Model 
Speed 


4684 (260) 
22,000 RPM 


. AMPS 8.0 


Collet Capacity Ya" 
Shipping Weight 9 Lbs. 


struction. Double insulated to protect against elec- 
tric shock. Includes solid carbide combination 
flush and 10° bevel trimming bit and wrenches. 


COMMERCIAL DUTY LAMINATE 
TRIMMER MODEL 4674 (220) 


100% ball bearing construction. Non-marking sub 
base. Dual edge guide for flush and bevel trim- 
ming. Double insulated to protect against elec- 
trical shock. Includes solid carbide combination 
flush and 10° bevel bit and wrenches. 


Model 4670 (364) 4674 (220) 
Speed 28,000 RPM 28,000 RPM 
AMPS 3.5 3.5 

Collet Capacity V4" V4" 
Shipping Weight 6 Lbs. 6 Lbs. 


ROUTER AND TRIMMER ACCESSORIES 


Hinge Butt Templet 


No. 59380. Fast, easy to use. Features include: Spring 
loaded nails that stay up prior to driving and can be 
removed with a claw hammer. Locators to transfer 
measurements from jamb to door. Gauges to allow for 
weather stripping. Accommodates jambs and doors 
6/6", 6/8”, 7”; hinge from 3” to 6”. Includes 3 templet 
sections, 2 guide rails, 2 each 5” and 7” jamb gauges” 
and operating manual 
*NOTE: 3”, 3%”, 4”, 4%", 5”, 5%” and 6” jamb 
gauges are available as accessory equipment for set- 
ting the 59380 when wood doors are to be fitted to 
metal jambs. 


Hinge Butt Templet Kit 

No. 59381. Includes 59380 Hinge Butt Templet, 80160 
Mortising Bit, 42042 Templet Guide, 42237 Lock Nut. 
59824 Carrying Case, Operating Manual 


Accessory Packages 

No. 59829. To increase the capacity of the 59380 to 3 
hinge 8’ to 9’ doors. Includes 2 long guide rails, 

No. 59839. To increase the capacity of the 59380 to 4 
hinge, 6’-7' doors, 3 and 4 hinge, 7’-8’ doors, 4 hinge, 9’ 
doors. Includes 3 guide rails, 1 templet section, 
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No. 42234 


Carrying Case 
No. 59824 For 59380 Templet. 


Corner Chisel 
No. 42234 For squaring hinge mortises 


Jamb Gauges 
For hinge sizes indicated. 
. 59825 3” 
. 59826 312” 
No. 59827 4” 
. 59828 412” 
. 59832 5” 
- 59830 512” 
. 59831 6” 


Router Edge Guides 


Easy to mount adjustable guides for accurate edge 
planing, parallel grooving, dadoing or slotting. 

No. 2064 For Models 4620, 4672, 4674 

No. 42160 For Models 4680, 4682, 4684 

No. 5043 For Models 4680, 4682, 4684 


Collets 


No. 59341 %” For Models 4682, 4684 
No. 59342 2” For Model 4684 


ROUTER AND TRIMMER ACCESSORIES 


Router Bits FLC-2560 


Choice of conventional, high quality steel 
bits, or solid carbide and carbide tipped 
bits (in the more popular profiles only) 
especially recommended for working with 
tough, more abrasive materials such as 
hardwood, glue bonded plywood and com- 
position material. Unless otherwise noted, 
all are one piece bits complete with %4” 
shank, 2-flute cutting head and when nec- 
essary, a pilot guide. 


Straight—For general 
stock removal, slotting, 
grooving, rabbeting. 


High Quality Steel 


No. A B 
80101 y” i,” 
801 a2 ” ye 
80104 yr %" 
80109 yr yy” 
80105 y" Hi" 
80108 yy" 1% 
80110 6" %" 
80112 %” 4" 
80113 4%” v 
80115 XK," %" 
80116 yy” 4" 
80118 HK," %" 
80120 %" %" 
80122 %" %" 

Carbide-Tipped 

No. A B 
80100 yy” %" 
80103 He" 4%" 
80106 yr %" 
80107 ye A" 
80111 544" A" 
80114 %" 1” 
80117 yy” iy 
80119 HK" xu" 
80121 5%” Me" 

*Single Flute 

Bead—For decorative 

edging. ff ™s 
High Quality Steel 

No. A B 
80142 yy” R. Ki," 
80143 %" R. 5%” 
80144 yy" R. M4" 


Carbide-Tipped w/Ball Bearing or 
Standard Pilot 


No. A B Type Pilot 
80189 Y%" 1%," 
80190 %” %” Ball Bearing 
80191 4" "%" 
80145 4" 1%" 
30146 %” %” Standard 
80147 %” \%," 


Ball bearing bits include 43409 Pilot; 


standard bits inciude 42145 fold FS412P) 
Pilot. 


Corner Round—For ~ 
edge rounding. n 
High Quality Steel 
No. A B 

80136 YR. %," 

80137 %” R. 5%” 

80135 He" R. 4" 

80138 YR. 34" 


Carbide-Tipped w/Ball Bearing or 
Standard Pilot 


No. A B Type Pilot 
80186 %" 1%," 
80187 %” %” Ball Bearing 
80188 1%” 1%," 
80139 Y%" 1%," 
80140 %” %” Standard 
80141 14" 1K" 


Ball bearing bits include 43401 Pilot; 


standard bits include 42142 
(old ES412P) Pilot. 


Rabbeting—For rabbeting 
or step-cutting edges. 


High Quality Steel 


No. A B_ Cutting Width 
80164 a Ke" 6” 
80163 x" Ke" yn" 


Carbide-Tipped Has %4”-28 threaded hole 
for use with accessory pilot of your choice. 


No. A B_ Cutting Width 

80165 1%)" 3%" 3%" w/ 
44201 (old 
SP412) Pilot 

*80166 1%" 3%"  %%" w/ 
42204 (old 
SP416) Pilot 
Va" w/ 
44207 (old 
SP420) Pilot 


*10° Bevel 


Roman Ogee—For 
decorative edging. 


ta 


High Quality Steel 


No. A 
80167 %," R. 
80168 YR. 


Dovetail—For dove- 
tailing joints. Use with 
dovetail templet. 


High Quality Steel 


No. A B 
80132 y” Ki 
80133 yy" yy” 

Carbide-Tipped 

No. A B 

80134 y," Ki," 


Mortise—For Stock 
removal, dados, rabbets, 
hinge butt mortising. 


Ad 
High Quality Steel 
No. A B 
*80160 yy" 1%" 
*80162 %” 1%" 


*1¥%2 shank length instead of 1%”. 
Carbide-Tipped 


No. A B 

*80154 ye x," 
*80156 %" x" 
*80158 4" He" 


*1¥2” shank length instead of 1%”. 


V-Groove—For simu- 
lating plank construction. 


No. 
80176 


High Quality Steel 


A B 
%” %” 
Carbide-Tipped 

A B 
y" 54" 


Core Box—For fluting and 
general ornamentation. 


No. 
80127 


High Quality Steel 


A B 
yu A 
“a ‘, 
soe x, ” 
5yu 3 ee 
7a, 7 
% Ke 
Solid Carbide 

A B 
yr yr 


Cove—For cutting coves. 


45° Bevel Chamber— 
For bevel cutting 


bead cut. 


No. 
80125 


Sash Cope—For coping 
window rails to match 


High Quality Steel 


A B 

yn R. ws" 
%" R. x," 
yr" R. ase 


High Quality Steel 
A B 


” 
2 ” 


Carbide-Tipped 


High Quality Steel 
A B 
He" RB. 


Sash Bead—For bead- 
ing inner side of window 


frames. 


No. 
80124 


High Quality Steel 
A B 
He" R. Le 


Veining—For decorative 
free-hand routing such 
as carving or inlay work. 


80123 


High Quality Steel 
A B 
yy" 
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ROUTER AND TRIMMER ACCESSORIES 


Straight Spiral (Up)— 


For slotting and mortising = al 
operations particularly in B 
non-ferrous metals such tL 
as aluminum door jambs. We 
High Quality Steel 
No. A B 
80173 Y" 54” 
80174 yn yn 
Straight Spiral (Down)— 
For through cutting 
plastics and non-ferrous Ms 
metals; also for deep B 
slotting operations —f 
in wood. AAF 
High Quality Steel 
No. A B 
80172 Y" %" 
80180 6" AH" 
Pilot Spiral (Down)— 
For operations where 
plunge cutting is required T 
in conjunction with templet B 
routing, using the pilot guide. y+ 
High Quality Steel 
No. A B 
80171 yy" ae 
Panel Pilot—For cutting Z 
openings and all through- B 
cutting. ASE _t 
High Quality Steel 
No. A B 
80170 Ye" 1%” 
Carbide-Tipped 
No. A B 
80169 yw" 1%" 


Bits For Trimming Plastic Laminates 
FLC-2560 

Choice of solid carbide or carbide-tipped 

bits as noted for flush and bevel trimming 

operations. 


Solid Carbide Self- 
Pivoting Flush and Bevel 
Trimming Bits. Use in the 
same manner as edge 


routing bits 
Cut 
Edge Pilot 
No. Type  Lgth. Dia. 
80177 Flush \%" Ad 
Cut 
80178 7° Vy," Ke" 
Bevel 
Solid-Carbide Combination 
Flush/ Bevel Trimming Bit. 
Cut Edge 
No. Length Bevel 
80179 =." (%,” flush; 10° 
6" bevel) 
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Carbide-Tipped 
Combination Flush/Bevel 
Trimming Bits. For use 

with No. 5023 Trimming Kit. 


A 
(Flush Cut B 


No. Diam.) (Bevel) 
80193 3%," 25° 
80185 B44" 25° 
80192 3%” 22° 


Carbide-Tipped Ball 

Bearing Flush Trimming 

Bits. Complete with No. 43739 
Bearing Guide. 


Cut 
Cut Edge Shank 
No. Dia. Lgth. Dia. 
80184 y,” A" Yai 


Carbide-Tipped 15° 
Backsplash Trimmer. 
With ,” diameter hole. 
No. 
80195 


Used with 


No. 43741 Arbor 
(4%" Shank) and No. 
43740 Bearing 
Guide. Wood 

cleats are mounted 
to router sub-base to 
control depth of cut. 


Carbide-Tipped Bevel 
Trimmer Bits. For use 
with 5023 Trimming Kit. 


No. Bevel 
80182 10° 
80181 25° 


Carbide-Tipped 25° 
Bevel Trimmer Kit. 


No. 
80183 


Includes 


25° Bevel Cutter 

No. 43741 Arbor 

(4%” Shank) and No. 
43740 Bearing Guide. 


Carbide-Tipped Trimming 
Cutter. With +,” diameter hole. 


No. Type Used 
80194 10° No. 43741 
Bevel Arbor 


(4%" Shank) and 
43740 Bearing 
Guide. 


Router Bit Kit 

FLC-2560 

No. 80197. Includes 80164 
Rabbeting, 80136 4%” Cor- 
ner Round and 80105 %” 
Straight Router Bits. 


Dovetail Templet FLC-2560 


No. 5008. An easy-to-use guide for cutting 
perfect dovetail joints. Handles stock up to 
12” wide; %,” to 1” thick. Cuts %” standard 
dovetails. Includes Templet, 48016 Plastic 
Finger Templet and Operating Manual. 


Dovetail Accessory Kit | FLC-2560 


No. 42183. Includes 80133 %2” Dovetail Bit, 
42027 Router Templet Guide and 42237 
Lock Nut. 


Finger Templets FLC-2560 
No. 48016. For 2” dovetails 
No. 48021. For %” dovetails 


For 48029. For 2” rabbet dovetails 
only 


Laminate Trimming Kit FLC-2560 


No. 5023. For edge trimming of plastic lam- 
inates and wood veneers. Includes Roller, 
5024 Carrier Assembly, 50236 Sub-Base, 
80193 Carbide Tipped Combination Bit and 
Operating Manual 


Bit and Cutter Sharpening Attachment 
FLC-2560 


No. 5011. For fast, accurate sharpening of 
router bits and cutters. Adjustable for one, 
two or three cutting edge bits. Includes 
Attachment, 48003 Arbor, 80196 Grind- 
ing Wheel, 42127 %” Bit Adapter, 48245 
Wrench, 48270 Wrench, Tripod Router 
Stand and Operating Manual. For Models 
4680, 4682 and 4684 


Grinding Wheel 
FLC-2570 


No. 80196. Included with 5011 Bit and Cut- 
ter Sharpening Attachment. %” Shank. 


Carrying Case FLC-2560 


No. 26793. For Models 4672, 4680, 4682 and 
4684 routers and accessory parts. Heavy 
gauge steel 


Lock Nut FLC-2560 
No. 42237. Used to at- 
tach templet guides to 
router bases 


Templet Guides FLC-2560 


For use in pattern and templet routing oper- 
ations as listed. 


In- Out- 
side side 

No. Purpose Diam. Diam. 
42021 Gen. Routing 1%,” 1%” 
42024 Gen. Routing 7%” %” 
42027 14" Dovetail- 

ing and Gen. 

Routing 4" Kel 
42030 Gen. Routing 7%” 1” 
42033 Gen. Routing %,” %" 
42036 Gen. Routing 2%"  %"” 
42039 Hinge Butt 

Routing y%" 9%," 
42042 Hinge Butt 

Routing 5” HK," 
42045 For use with 

Stanley T-3 

Templet My" HR” 
42048 For Hinges 

with 54” Cor- 

ner Radius 1%" 13" 
42054 4” Dove- 

tailing Vn = _ HG! 


POWER TOOL MERCHANDISERS 


DELUXE 15 TOOL ASSORTMENT 


MODEL 38170 


Quan. No. and Description 


4120 ¥e" Variable Speed Drill 

4230 V2” Adjustable Variable Speed Drill 
4310 Two Speed Jig Saw 

4420 Finishing Sander 

4510 7%” Circular Saw 

CP-283 Display 


Compact corrugated display measures 30” wide, 20” deep, 63” high. 
All back up stock conveniently stored in display. Sets up in minutes. 


™ | DELUXE 24 TOOL ASSORTMENT 


MODEL 38169 


Quan. No. and Description 
2 4030 %” Adjustable Variable 
Speed Drill 
5 4120 %” Variable Speed Drill 


2 4150 ¥” Adjusting Variable 
Speed Reversing Drill 


4250 V2” Adjustable Variable 
Speed Reversing Drill 


4310 Two Speed Jig Saw 
4320 Variable Speed Jig Saw 
4420 Finishing Sander 

4510 7%” Circular Saw 

4520 7%” Circular Saw 

4629 Router Kit 

4461 Dustless Belt Sander 
BU-811 Display 


—_ 


= - 443212 PO NN O 


Display measures 36” wide, 20” deep, 66” high (with sign). 
Includes sign mounting hardware, 2 shelves, drill, jig saw 
and sander, selector chart, drill holders and cord locks. 
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POWER TOOL MERCHANDISERS 


PROMOTIONAL LINE 24 
TOOL ASSORTMENT 


MODEL 38171 

Quantity No. and Description 
5 4100 3%” Single Speed Drill 
5 4200 %” Single Speed Drill 

. 5 4300 Single Speed Jig Saw 

5 4400 Finishing Sander 
4 4500 7%” Circular Saw 
1 CP-284 Display 


Compact corrugated display measures 30” wide, 20” deep, 63” high. 
All back up stock conveniently stored in unit. Sets up in minutes. 


BUILDERS TOOL ASSORTMENT 


MODEL 38172 
Quan. No. and Description 


1 4370 Variable Speed Jig Saw 
1 4080 %” Single Speed Drill 


1 4085 %” Variable Speed 
Reversing Drill 


1 4185 %” Variable Speed 
Reversing Drill 


4280 V2" D-Handle Drill 
4485 Finishing Sander 
4480 Speed-Bloc Sander 
215 7%” Circular Saw 

246 634” Circular Saw 

4680 1 H.P. Router 

34-010 Motorized Mitre Box 
SLM-50 Display 


mm meh 


Display dimensions 36” wide, 20” deep, 66” high with sign. 
Tool holders, locks and shelf included. 
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ACCESSORY MERCHANDISERS 


VACUUM CLEANER ACCESSORY 
MERCHANDISER DISPLAY PACKAGE 


MODEL 49 
Quantity 


~M OW WNP 


-279 


Cat. No. and Description 


49-226 Extension Wands Set 
49-250 Round Elbow Brush 
49-231 14” Floor Brush 
49-247 Crevice Tool 

49-243 Filter Bags Package 
49-241 Accessory Packs 
CP-145 Display 


Jig Saw Blad Blades 


3 


Vn i= 


Ame ty 


MMA 


pt 


UNIVERSAL JIG SAW BLADE 
ASSORTMENT AND DISPLAY 
MODEL 58912 


Quantity 


3 Packages 
5 Packages 
3 Packages 
3 Packages 
5 Packages 
3 Packages 
3 Packages 
5 Packages 
5 Packages 
3 Packages 
4 Packages 
1 


Cat. No. and Description 


32500 Metal (6) 
32501 Metal (10) 
32502 Metal ( 
32503 Metal 
32504 Wood 
32505 Wood 
32506 Wood 
32507 Wood 
32508 Wood 
32509 Wood (6) 

32510 Assortment (10) 
JM-50 Blade Rack 


MODEL 381 


Quantity 


|=-4344 Rp Rap nmsewnHAw 


Cat. No. and Description 


HOMECRAFT SAW BLADE 
ASSORTMENT MERCHANDISER 


DISPLAY PACKAGE 
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55937 6%” Combination Blade 
55938 7%” Combination Blade 
55939 8” Combination Blade 
55940 6” Rip Blade 

55941 7%” Rip Blade 

55942 8” Rip Blade 

55943 6%” Cross Cut Blade 
55944 7%” Cross Cut Blade 
55945 8” Cross Cut Blade 
55946 62” Plywood Blade 
55947 7%” Plywood Blade 
55948 8” Plywood Blade 

55949 6%” Flooring Blade 
55950 7%” Flooring Blade 
55951 8” Flooring Blade 
SBR-73 Display Rack 


POWER TOOL MERCHANDISERS 


Se 
Blades Fi Rockwell 


wilh 


PROFESSIONAL JIG SAW BLADE 


ASSORTMENT AND DISPLAY 


MODEL 58902 
Quantity 


1 Package 
1 Package 
1 Package 
2 Packages 
1 Package 
1 Package 
1 Package 
1 Package 
1 Package 
1 Package 
1 Package 
1 Package 
1 Package 
1 Package 
1 


ALL PURPOSE 
SAW BLADE ASSORTMENT 
AND DISPLAY 
MODEL 58911 


Quantity 


3 Packages 
2 Packages 
2 Packages 
3 Packages 
2 Packages 
2 Packages 
2 Packages 
2 Packages 
1 


Cat. No. and Description 


12303 Fiberglass (5) 
12309 Wood (5) 
12315 Wood (5) 
12321 Wood (10 
12327 Metal (5 
12333 Metal (5 
12339 Metal (5 
12345 Metal (5 
12351 Knife (5) 

12357 Metal (5) 

12363 Wood (5) 

12369 Wood (5) 

12375 Wood (5) 

12378 Assortment (10) 
BM-25 Blade Rack 


Cat. No. and Description 


16100 Wood (6) 
16101 Wood (4) 
16102 Wood (4) 
16103 Metal (6) 
16104 Metal (4) 
16105 Metal (4) 
16106 Metal (4) 
16107 Metal (4) 
TM-50 Blade Rack 


a A A | 


Router Bits awe 
Ame 
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ROUTER BIT ASSORTMENT AND DISPLAY 


MODEL 58910 


Quantity 


]ANMHNMNMNHH_-NM—_NNP 


Cat. No. and Description 


80105 %4” Straight 
80112 3%” Straight 
80129 Core Box 
80133 Dovetail 
80137 Corner Round 
80143 Beading 
80149 Cove 

80151 Chamfering 
80160 Hinge Butt 
80164 Rabbeting 
80167 Roman Ogee 
80175 V-Groove 
RM-75 Display Rack 


COMMERCIAL DUTY PLANES 


COMMERCIAL 
DUTY POWER ,~ 
BLOCK PLANE & 


Planes 2” dressed stock. Straight side design for 
rabbeting or step cuts flush to 90° surface. Posi- 
tive lock depth adjustment. Extra wide cog belt 


MODEL 4692 (226) 


ye 


COMMERCIAL 47 
DUTY 16” 


PORTA PLANE . "> 


25,000 RPM cutter speed—ideal for planing glue 
bonded doors and panels. 100% ball bearing con- 
struction. Extra long shoe. 60° bevel planing 
range. Finger tip depth adjustment control. In- 
cludes spiral type cutter and wrench. UL Listed. 
Model 4692 (226) 
Speed 25,000 RPM 
AMPS 7.0 
Bevel Adjustment —15° to +45° 
Cutting Capacity Depth %,” 
Width 23%,” 


Shipping Weight 14 Lbs. 


PLANE ACCESSORIES 


FLC-2560 


Carbide-tipped or high speed steel, straight or 
spiral type especially recommended for produc- 
tion cutting. 


Plane Cutters 


For 
Cutting Plane 
No. Type Width Model 
43263 Carbide-Tipped 
Spiral 21%" 4692 
43233 High Speed 
Steel Spiral 21%." 4692 
43282 Carbide-Tipped 
Spiral 11/6" 4690 
43285 High Speed 
Steel Spiral 11/6" 4690 
Bevel Planing Fence FLC-2560 


No. 18270. For use with 4690 Block Plane. Per- 
mits accurate bevel planing operations from 
0° to 45° 


~~, 
LE Bim 


La Mh Om45)1 1) 


drive. Includes adaptor plate for wood fence, spiral 
type cutter and wrench. UL Listed. 

Model 4690 (267) 
Speed 21,000 RPM 
AMPS 2.5 

Cutting Capacity Depth %,” 
Width 11%,” 
6 Lbs. 


Shipping Weight 


PLANE KIT mobDEL 4691 (9267) 

Includes Model 4690 Power Block Plane plus cut- 
ter sharpening attachment and carrying case. 
Shipping Weight 10 Lbs. 


16” PORTA PLANE KIT 
MODEL 4693 (227) 


Includes Mode! 4692 Porta Plane plus sharpening 
attachment and carrying case. Shipping Weight 
24Lbs. 


16” PORTA PLANE KIT 
MODEL 4694 (228) 


Includes Model 4692 Porta Plane plus carbide 
tipped cutter and carrying case. Shipping Weight 
29 Lbs. 


DOOR HANGING KIT 

MODEL 4695 (229) 

Add a router and your set to handle most all door 
hanging operations from hinge butt mortising to 
planing. Includes 16” Porta Plane, hinge butt tem- 
plet, mortising bit, lock nut, template guide and 


carrying case with provision for storing router. 
Shipping Weight, 39 Lbs. 


Plane Cutter Sharpening Attachments FLC-2560 
For perfect contour sharpening of spiral-type 
high speed steel plane cutters. 


No. Description Models 


5014 Plane Attachment. With 
Grinding Wheel (48059), 
Spacers and Instructions. 4692 


18267 Plane Attachment. With 
Grinding Wheel (42087), 


and instructions. 4690 
Grinding Wheels FLC-2570 
For use with plane attachments. 
For Plane 
No. Mounting Attachment 
48059 44"-20 Thd Hole 5014 
42087 yy" Diam. Hole 18267 
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Hedge Trimmers From 13 Inch to 23 Inch 


MODEL 37 


13” DOUBLE EDGE 
HEDGE TRIMMER 


The smallest member of the line but with all the 
features of the big ones. Full 13” double edge 
blade. Wrap around handle for control and bal- 


MODEL 31 


ae SK 


16” DOUBLE EDGE 
HEDGE TRIMMER 


The newest member of the Rockwell Hedge Trim- 
mer family. Big 16” blade with double edge — 
double action design. Wrap around handle pro- 


MODEL 38 


18” DOUBLE EDGE 


HEDGE TRIMMER 

The big trimmer for the big job. Long 18” blade 
allows you to reach across wide hedges without 
bending. 2.6 amp motor provides extra power. Full 


FLC 1200 


ance. Double insulated to protect the user — no 
grounding or three wire adaptors needed. Double 
edge—double action blades for faster smoother 
cutting. UL Listed 

Model 

AMPS 

Strokes Per Minute 

Blade Length 

Shipping Weight 


vides full control without tiring the user. Double 
insulated to eliminate the need for grounding or 
3 wire adaptors. Powerful 2.5 amp motor.UL Listed. 
Model 31 
AMPS 2.5 
Strokes Per Minute 

Blade Length 

Shipping Weight 


wrap around handle for balance and easy control. 
Double insulated to protect against shock hazard. 
Double edge — double action blades cut faster, 
smoother with less vibration. UL Listed. 


Model 38 
AMPS 2.6 
Strokes Per Minute 1300 
Blade Length 18” 
Shipping Weight 7 Lbs. 


MODEL 139 


23” COMMERCIAL DUTY 
HEDGE TRIMMER 


Big cutting action with a full 23” long nickle 
chrome blade. Big 2.8 amp motor handles the 
toughest cutting. Double insulated to protect 
against shock. Full wrap around handle. Includes 
hanging bracket and vinyl blade guard.UL Listed. 
Model 139 
AMPS 2.8 
Strokes Per Minute 1300 
Blade Length 23” 
Shipping Weight 7 Lbs. 


FLC 1363 


CORDLESS 
YARD AND 


GARDEN 
SPRAYER 
MODEL 30 


The new Rockwell cordless electric yard and gar- 
den sprayer. Adjustable spray nozzle. Dispenses 
full gallon on a single charge. Doubles as plant 
feeder to promote quicker growth. Low voltage 
eliminates electrical hazard. Recharges overnight. 
Nozzle easily removes for cleaning. One quart 
capacity. Refills in seconds. UL Listed. 


Model 30 
Capacity 1 Quart 
Shipping Weight 2 Lbs. 
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FLC 1223 


EDGER TRIMMER 
MODEL 41 


Trim around fences, trees, shrubs and other hard 
to get at areas. Push a button and your ready to 
edge along walks, driveways and flowerbeds. Dou- 
ble insulated to protect the user. 5” diameter 
wheels for easy control in uneven areas. Adjust- 
able side handle for user comfort. 8” diameter 
blade cuts wide swath to save time. UL Listed. 


Model 41 

AMPS 7.5 
Speed 5000 RPM 
Blade Diameter 8” 

Volts 115V AC 


Shipping Weight 12 Lbs. 


FLC 1223 


\ 
CORDLESS ELECTRIC \ 
GRASS TRIMMER \ 
MODEL 46 ae 


Discontinued Hedge Trimmers 
MODEL 33 


blade. Auxiliary side handle. 
Model 
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Lawn and Garden Accessories 


EXTENSION CORD SETS 


For use with double insulated tools only. 
16 gauge 2 prong with plug: 
50 Feet—Order #2050 
100 Feet—Order #2051 
16 gauge 3 prong with plug: 
50 Feet—Order #53028 
100 Feet—Order #53029 


Double insulated hedge trimmer. Double edge 13” 


AMPS 2.2 
Strokes Per Minute 1300 
Blade Length 13” 

Volts 115V AC 


Shipping Weight 6 Lbs. 


Powered by fully rechargeable nickle cadmium 
batteries. Low voltage design eliminates electrical 
hazard. Self contained power supply lets you trim 
anywhere without the need for electric cord. Ex- 
clusive rotary cutting action lets you trim without 
scalping. Safety lock prevents accidental starting. 
Double edge reversible blade lasts twice as long. 
UL Listed. 


Model 46 

Blade Speed 9000 RPM 
Blade Diameter 4” 

Motor 4.8 Volts 
Shipping Weight 4 Lbs. 


MODEL 39 


Double insulated 23” hedge trimmer. Wrap around 
handle. 


Model 


39 


AMPS 2.8 
Strokes Per Minute 1300 
Blade Length 23” 
Volts 115V AC 
Shipping Weight 7 Lbs. 


EDGER TRIMMER 
REPLACEMENT BLADE 


8” Diameter. Package of 1. Order #2055. 


53206 CORDLESS GRASS 
SHEAR BLADES 


Cordless Grass Shear Replacement Blades. Keep 
your cordless grass trimmer at peak performance 
by replacing dull blades. Install in seconds. Pack- 
age of 3. Order #53206. 
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INDOOR/OUTDOOR VACS 


FLC 2911 


a f fd oO BY es 
Model 49-266 Model 49-267 


5 GALLON VAC 
Model 49-265 


5 gallon steel tank. Convenient carrying handle. 
For dry pickup only. UL Listed. 

Model 49-265: Includes 5 Gallon Capacity 
Steel Tank, 2%2” x 6’ Hose, 2%” 
to 1%” Reducer, Rectangular 
Nozzle, Filter Bag, Brush 


Shipping Weight: 14 Lbs. 


10 GALLON ALL PURPOSE VAC 
Model 49-266 


Large 10 gallon steel tank. % H.P. motor. Carry- 
ing handle. For dry pickup only. UL Listed. 


Model 49-266: Includes 6’ x 2%” Hose, 2%” 
to 1%” Reducer, Filter Bag, 
Rectangular Nozzle and Brush 


Shipping Weight: 19 Lbs. 
8 GALLON AQUA-VAC 
Model 49-268 


Picks up all kinds of debris—wet or dry. Holds 8 
gallons of liquid. Epoxy-phenotic coated steel 
drum has automatic float shut-off and drain pug. 
UL Listed. 
Model 49-268: Includes 1%” x 6’ Hose, Two 
Y%4" x 20” Extension Wands, 
Ya" x 10” Squeegee Insert 


Shipping Weight: 20Lbs. 
10 GALLON VAC SET 


Model 49-267 
Model 49-267: Includes Model 49-266 Vac, 14” 
Floor Brush, Crevice Tool, Up- 
holstery Nozzle, Round Elbow 
Brush, 2% ” Diameter x 6’ Hose, 
Two 20” Extension Wands, 
Filter Bag, and 4 Wheel 2-Way 
Dolly. For dry pickup only. UL 
Listed. 


Shipping Weight: 21 Lbs. 


VACUUM CLEANER ACCESSORIES 


Caster Sets 
For vacuum cleaner mobility. 
No. 49-244. For Model 49-253 


Accessory Packs 

No. 49-241. Includes set of extension tubes, 
crevice too! and 14” floor brush (all 2%” diam- 
eter) for direct mounting to 2%” diameter hose 
equipped cleaners 


No. 49-249. Includes round elbow brush, crevice 
tool, fan tail (all 1%” diameter) plus adapter 
for mounting to 2Y2” diameter hose equipped 
cleaners 


No. 49-274. Set of two 1%” x 12” extension 
wands 

No. 49-275. Squeegee Nozzle. 1%” dia. for 
liquid pick-up 

No. 49-276. Flexible Hose. 1%” dia. x 12” 

No. 49-277. Reducer. 2%2” to 1%” 

No. 49-278. 6” Nozzle Brush. 2%” dia 
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Setof Extension Tubes 


No. 49-226. For floor cleaning. 
2%” diameter x 20” 


Hose Coupling 

No. 49-228. For connecting two 
6-foot lengths of 2%” diameter 
hose 


Hose 


No. 49-229. 2/2 diameter x 6’. 
Replacement for standard hose 
or for use as extension (with 
coupling) 


90° Elbow 
No. 49-230. 22” diameter 


Dolly For vacuum cleaner mobility 


No. 49-238. For 5 gal. vac 


No. 49-239. For 8 and 10 gal. vac 


14” Floor Brush 
No. 49-231. 2/2” diameter 


Round Elbow Brush 
No. 49-250. 2/2” diameter 


Crevice Tool 
No. 49-247. 2/2” diameter 


Flange 

No. 49-233. 21%” diameter. For 
making your own attachments 
for your power tools 


Filter Bags 
No. 49-243. Package of 5 


DRILL PRESSES FOR THE HOME AND SHOP 


FLC 2610 Drills to center of 11” circle. Four speeds for drill- 
ing variety of materials. Interchangeable spindles 
for fast operation changeover. Adjustable depth 
stop for repetitive and depth drilling. 8%” x 9” 
adjustable table, with slots and side ledges for 
easy Clamping of work. Adjustable motor mount- 
ing bracket assures proper belt tensioning. Self- 
ejecting safety chuck key. 


Model 11-070: Includes 11-100 Drill Press, 
50-508 Stand plus Chuck Key, 
Spindle, V-Belt, Motor Pulley 


Dimensions: Width 11%”, Front to Rear 19”, 
= Height on stand 64” 

Table Size: 8%" x 9” 

Base Size: 8" x 9%" 

Column Diameter: 1%” 


Quill: Travel 3%” 
Diameter 1%” 


Capacities: Diameter Hole in Cast Iron %2” 
Steel %” 
Chuck to Base 14%8” max. 
Chuck to Table 11” max. 


Spindle Speeds: 700, 1250, 2400, 4700 RPM with 
1725 RPM motor and standard 
pulley 


11” DRILL PRESS : Carton Size: 15”x 19"x 31" 
Model 11-070 Stand Included Shipping Weight: 115 Lbs. 


Maximum drilling flexibility. Drills to center of 32” 
FLC 2610 circle. Head swivels 360° around column, tilts 90° 
right and left. Ram travels 11”. 4 spindle speeds. 
Performs horizontal and angular drilling, multiple 
and series hole drilling. Adjustable depth scale, 
calibrated angle scale with positive stop at 90°. 
Extra large table. Self-ejecting safety chuck key. 


Model 11-072: Includes 11-280 Drill Press, 
50-510 Stand, Spindle, V-Belt, 
Motor Pulley, Chuck Key 

Dimensions: Width 24”, Front to Rear 30”, 
Height on Stand 63%” 

Table Size: 8%" x 9” —Auxiliary Chipboard 
Table 23%” x 15%” 


Column Diameter: 17% ” 


Quill: Travel 35%” 
Diameter 134” 

Capacities: Diameter Hole in Cast Iron 2” 
Steel %” 
Chuck to Base 143%” max. 
Chuck to Table 10%” max. 

Spindle Speeds: 700, 1250, 2400, 4700 RPM with 
1725 RPM motor and standard 
pulley 


32” RADIAL DRILL PRESS Carton Size: 17” x 31” x 18” 
Model 11-072 Stand Included Shipping Weight: 132 Lbs. 
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DRILL PRESSES FOR THE HOME AND SHOP 


11” DRILL PRESS 
Model 11-100 
Same features as the 11-070 but without stand. 


Model 11-100: Includes Spindle, V-Belt, Motor 


Pulley, Chuck Key 
Dimensions: 


Width 11%”, Front to Rear 19” 


Height 34” 
Carton Size: 15” x 16” x 27” 
Shipping Weight: 75 Lbs. 


OPTIONAL MOTORS FOR 11” AND 
32” DRILL PRESS 


Model 62-142 


¥Y2 H.P. ball bearing, capacitor start. 
1752 RPM. 115V. Shipping Weight, 27 Lbs. 


OPTIONAL CASTER SET FOR 
50-510 AND 50-508 STAND 


FLC 2610 


15” FLOOR MODEL 
DRILL PRESS WITH MOTOR 
Model 15-069 
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32” RADIAL DRILL PRESS 
Model 11-280 
Same features as 11-072 but without stand. 


Model 11-280: Includes Spindle, V-Belt, Motor 


Pulley, Chuck Key 


Dimensions: Width 24”, Front to Rear 30” 
Height 33% ” 


Carton Size: 


Shipping Weight: 84 Lbs. 


Model 62-134 


¥3 H.P. ball bearing, capacitor start. 
1725 RPM. 115V. Shipping Weight, 22 Lbs. 


Model 62-133 


¥3 H.P. sleeve bearing, split phase. 
1725 RPM. 115V. Shipping Weight, 16 Lbs. 


Model 50-118 
Shipping Weight: 14 Lbs. 


Motor develops full 7/10 H.P. Four speeds. Pivot- 
ing motor mounting plate allows quick belt tension 
release, fast speed change. Lifetime lubricated ball 
bearings. Table has side ledges and slots for easy 
clamping of work. Full belt guard for operator 
safety. Floating spindle drive for efficient torque 
transmission without belt pull. Adjustable posi- 
tive locking depth stop. Up-front on-off switch. UL 
Listed. 


Model 15-069: Includes 7/10 H.P. Motor, 
Spindle, Motor Pulleys, V-Belt 


Chuck Key 


Dimensions: Width 15%” 
Front to Rear 22%” 
Height 6834” 


Table Size: 10” x 10%” 


Base Size: 8%" x 12” 


Column Diameter: 2%” | 


Quill: Travel 4%,” 


Diameter 23%” 


Diameter Hole in Cast Iron 2” 
Steel %” 

Chuck to Base 47%” max. 
Chuck to Table 42%,” max. 


Capacities: 


680, 1250, 2400, 4600 RPM 


Spindle Speeds: 


Motor: Rated % H.P. Develops 7/10 


H.P. 115V 
Carton Size: 


17” x 29” x 63%" 


152 Lbs. 


Shipping Weight: 


DRILL PRESS ACCESSORIES 


FLC 2610 


Lamp Attachment 


No. 40-882. For use with 11” and radial drill 
presses. Furnishes tool with its own illumina- 
tion, independent of shop lighting system. Uses 
15 or 25 watt bulbs. Includes shade, socket, 
cord and mounting parts 


Plug Cutters 


Made of selected steel. All approximately 4%” 
long, Y2” diameter x 2” shanks. 


No. 15-534. 3%” 
No. 15-535. 12” 
No. 15-536. 5” 


No. 15-537. %4” 
Mortising Chisels, Bits and Bushings 


For use with 15-840 and 11-976 Mortising 


Attachments. 
Bushings 
Furnished with 11- 
—— ee 976 attachment. 


Usedto mountbits 
to 11-974 spindle 


Mortising Chisels on 11” radial drill 


with %”"x1%4"” shank Mortising Bits presses. 
Size Depth Shank 
Sq. No. Cap. Price No. Size Price No. Size 


Ye" 11-634 1%" $7.80 15-514 3” $5.75 11-524 3,” 
%" 11-636 3” 8.60 15-516 1," 6.40 11-526 1%,” 
Y" 11-638 3” 9.20 15-517 1%,” 6.90 11-526 1%,” 


Drill Press Stand for Model 11-100 

Model 50-508 

Shipping Weight: 40 Lbs. 

Drill Press Stand for Model 11-280 

Model 50-510 

Shipping Weight: 48 Lbs. 

Casters for Stands 50-508 and 50-510 

Model 50-118. Retractable Caster Set 
Shipping Weight: 14 Lbs. 

Replacement V-belts for 11” Drill Press 
Model 49-303 

Outside Circumference 35” 

Y2" 4L cross section. Heat and Oil Resistant. 
Replacement V-belts for 32” Radial Drill Press 
Model 49-172 

Outside Circumference 59” 

¥2" 4L cross section. Heat and Oil Resistant. 
Replacement V-Belts for 15” Drill Press 
Model 49-168 

Outside Circumference: 41” 


Replacement Motor Pulleys for 11”, 15” and 32” Drill Presses 
Model 41-703 
Outside Diameters: 2%”, 3¥%8”, 4%", 54” 


Quick Set Vise 
Model 15-025 


Auxiliary Shaft 


No. 11-834. For mounting, sanding drums or any set screw 
mounted accessory with V2” hole 


————} 
Spindle 


No. 11-974. With Y2” hole. For use with mortising attachment 
(and Y2” shank sanding drums) on 11” radial drill presses 


Sanding Drums 
Includes (1) abrasive sleeve. 


Size 
No. Diam. Length Mounting 
46-038 3” 3” Y%" Hole 
46-538 1%" 2” ¥%” Hole 
46-048 yy,” 24” Y%” Shank 
46-679 4” 1” %” Shank 


Abrasive Sleeves 
Package of six. For use with sanding drums. 


No. Type 
46-138 Garnet 40 Grit, Coarse 
46-832 Garnet 50 Grit, Medium 3” 
46-338 Al. Oxide 5U Grit, Coarse 
46-638 Garnet 40 Grit, Medium 
46-837 Garnet 60 Grit, Fine Qn" 
46-838 Al. Oxide 50 Grit, Coarse 
46-841 Garnet 50 Grit, Medium 
46-248 Garnet 80 Grit, Fine 2y," 
46-847 _Al. Oxide 5( Grit, Coarse 
46-682 Al. Oxide 40 Grit, Coarse 
46-683 Al. Oxide 80 Grit, Fine ald 


Self-Ejecting Safety Chuck Keys 


For added operator safety. Included with all drill 
presses. 


No. 65-107. For 11” and Radial Drill Presses 


No. 65-112. For 15” Drill Press 


Selt-Ejectin: 
Safety Chuc 
Pin 


Machine Spur Bits 


Production type. Made of selected steel. Ap- 
proximately 6” long with %2” shank. 


No. 15-524. 4” 
No. 15-525. 5/4” 
No. 15-526. 3%” 
No. 15-527. %," 
No. 15-528. 4” 
No. 15-529. %,” 
No. 15-530. 54” 
No. 15-532. 4” 
No. 15-538. Set of 8 bits 


Mortising Attachments 


Offers full 4%” capacity under holdown; 2%” 
from ends of hooked rods to fence. Includes 
fence with mounting bolts holddown, brackets 
and rod; chisel holder and curved arms. No. 
11-524 and 11-526 Bushings for use with No. 
11-974 Spindle on 11” and radial drill presses 
also included with 11-976 Attachment. 


No. 11-976. For use with 11” and radial drill 
presses. Requires mortising chisels, bits and 
spindle 


No. 15-840. For use with 15” drill press. Re- 
quires mortising chisels and bits 
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TABLE SAWS 


FLC 2584 


The most complete line of table saws for home craftsmen 


and professional users. 


HOMECRAFT® 
9” MOTORIZED SAW 
Model 34-570 


The lowest priced, ready to run 9” saw available. 
Big saw features with 1% H.P. overload protected, 
fully enclosed motor. Will rip to center of 30” 
board with table extension. Ball bearing construc- 
tion with self-aligning rip fence. See-thru blade 
guard with splitter and anti-kickback attachment. 
17” x 22” table can be expanded to 32” x 22” with 
extension wings. 12%” distance in front of blade 
at 1” depth for greater cut-off capacity. On-off 
switch can be locked in off position with accessory 
lock. UL Listed. 


Q” 
MOTORIZED 
SAW 


Model 34-657 
Complete Package—Two Wings, Stand and Motor 


Powerful thermal overload protected motor devel- 
ops 2 H.P. Big 24” rip capacity. Crosscuts stock 
up to 2%”. Fully enclosed drive mechanism. Self- 
aligning rip fence with up-front controls. Sealed 
ball bearing construction. See-thru blade guard 
with splitter and anti-kickback attachment. 12” in 
front of bade for increased cut-off capacity and 
work stability. UL Listed. 
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Model 34-570: Includes Motor, Rip Fence, 
Guide Bars, Table Insert, Mitre 
Gauge, Blade Guard, 9” Blade 
with Wrenches 

Dimensions: Width 22”, Depth 17” , Height 11” 

Table Size: 17” x 22”, In Front of Blade 12” 

Blade: 9” Diameter, %” Arbor = 

Motor: Rate % H.P. Develops 1% H.P. 
13 Amps. 115V.60Hz. 3450 RPM 

Capacities: Depth of Cut 2”.1%” at 45° 
Rip 15” (with extension wing at 
right of blade) 

Carton Size: 12%" x 28%4" x 22” 


Shipping Weight: 65 Lbs. 


Accessory Wing for 34-570 Homecraft Saw 

Grid Type Wing Set 

Model 34-573 

Set of two grid type extension wings 22” x 7/2” 
and guide rails. Shipping Weight:15 Lbs. 

Solid Wing Set 

Model 34-583 

Set of two solid wings 22” x 7%” and guide rails 
for 34-570. Shipping Weight: 12 Lbs. 

Accessory Stand for 34-570 Homecraft Saw 
Model 50-802 

Shipping Weight:26Lps. 

Accessory Casters for 50-802 Stand 

Model 50-118 

Shipping Weight: 14 Lbs. 


Model 34-657 Includes 50-507 Stand, 2 each 
34-601 Extension Wings, Motor, 
Drive Belt, Pulleys, Rip Fence, 
Guide Bars, Table Insert, Mitre 
Gauge, 9” Saw Blade, Wrench, 
Blade Guard. 

Dimensions: Width 34% Depth 30”, Height 17” 

Table Size: 22” x 16”, 22” x 31” w/exten. 

Blade: 9” Diameter, %” Arbor 

Motor: Rate 1 H.P. Develops 2 H.P. 
11.0 Amps. 60 Hz. 6000 RPM 

Capacities: Depth of Cut 2%”, 2%” at 45° 
Rip 24” right and left of blade 
with long guide rails : 

Carton Size: 24” x 18” x 32” 


Shipping Weight: 125 Lbs. 


Accessory Caster Set for 9” Motorized Saw Stand 
Model 50-118 
Shipping Weight: 14 Lbs. 
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TABLE SAWS 


10” 
MOTORIZED 
SAW 


Model 34-345 
Complete Package—Two Wings, Stand and Motor 


Thermal overload protected motor develops 2% 
H.P. Big 24” rip capacity right or left—enough for 
4’ x 8’ panels, crosscuts up to 34%”. Fully enclosed 
drive mechanism. Self-aligning rip fence with up- 
front controls. Sealed ball bearing construction. 
See-thru blade guard with splitter and anti-kick- 
back attachment. 16” distance in front of blade 
increases cut-off capacity and work stability. UL 
Listed. 


Model 34-345: Includes 50-507 Stand, 2 each 
34-862 Extension Wings, Motor, 
Drive Belt, Motor and Arbor 
Pulleys, Rip Fence, Guide Bars, 
Table Insert, Mitre Gauge, 10” 
Saw Blade, Wrench, Blade 
Guard 


Width 37% Depth 30”, Height 16” 
40” x 27” with extension 
10” Diameter, ¥%” Arbor 


Rated 1-1/5 H.P. Developes 22 
H.P. 13.0 Amps. 115V. 60 Hz. 
6000 RPM 


Depth of Cut 3%”, 2%” at 45° 
Rip 24” right and left blade with 
long guide rails. 


Carton Size: 28” x 18” x 34” 
Shipping Weight: 185 Lbs. 


Dimensions: 
Table Size: 
Blade: 
Motor: 


Capacities: 


Accessory Caster Set for 10” Motorized Saw Stand 
Model 50-118 
Shipping Weight: 14 Lbs. 


10” CONTRACTORS SAW 
Model 34-348 


Extra large 40” x 27” Table, with extension. In- 
cludes stand and 2 extension wings. 24” rip capac- 
ity right or left of blade. Lifetime lubricated ball 
bearing construction. Self aligning rip fence. See 
thru blade guard with splitter and anti-kickback 
attachment. 


Motor Extra 


Model 34-348 Includes 50-507 Stand, 2 each 
34-862 Extension Wings, V-Belt, 
Arbor and Motor Pulleys, Rip 
Fence, Guide Bars, Table Insert, 
Mitre Gauge, 10” Saw Blade, 
Wrenches, Blade Guard. 
Dimensions: Width 37”, Depth 30”, Height 18” 
Table Size: 40” x 27” in front of Blade 12%” 
Blade: 10” Diameter 54” Arbor 
Capacities: Depth of Cut 3%”, 2%” at 45° 
Rip 24” right and left of blade 
Speed 4000 RPM Using Standard Pul- 
leys and Optional 3450 RPM 
Motor. 
Carton Size: 30” x 20” x 40” 


Shipping Weight: 220 Lbs. 


Optional Motors for 10” Contractors Saw 


Model 62-041 

1% H.P., ball bearing, capacitor start, 3450 RPM, 
115 V. Totally enclosed. 

Shipping Weight: 42 Lbs. 

Model 52-494 

1% H.P., ball bearing, capacitor start, 3450 RPM, 
115 V. 

Shipping Weight: 42 Lbs. 


Accessory Caster Set for 10” Contractors Saw 
Stand. 


Model 50-118 
Shipping Weight: 14 Lbs. 
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TABLE SAWS 


12” . 
CONTRACTORS SAW 


Model 34-388 Motor Extra 


Powerful 4 H.P. motor. Big 4%” depth of cut. Rip 
25” to right, 20” to left of blade. Includes 2 exten- 
sion wings. Jet lock micro set rip fence for in- 
creased capacity and fast accurate alignment. See 
thru blade guard with splitter and anti-kickback 
attachment. Lifetime lubricated ball bearing con- 
struction. Extra large 42” x 27” table with exten- 
sion wings. 


9” SAW— 
4” JOINTER COMBINATION 
Model 37-133 


9” Saw and 4” Jointer mounted on one stand. Ideal 
for framing, sheathing, siding, trim, flooring and 
other cut to fit and plane to finish operations. Saw 
features self aligning rip fence. 24” rip capacity, 
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FLC 2584 


Model 34-388 Includes 50-507 Stand, 2 Wings, 


V-Belt, Arbor and Motor Pulleys, 
Jet Guide Rip Fence, Guide 
Bars, Table Insert, Mitre Gauge, 
12” Saw Blade, Wrench, Blade 
Guard. 


42” x 27” with extension 
12” Diameter % "Arbor 


Depth of Cut 4%” at 90° 
21%,” at 45° 


3450 RPM with standard pulleys 
and optional 3450 RPM Motor. 


Carton Size: 20” x 30” x 48” 
Shipping Weight: 250 Lbs. 

Optional Motor for 12” Contractors Saw 
Model 62-137 


Rated 2 H.P. Develops over 4H.P. 3450 RPM 230 V. 
Shipping Weight: 47 Lbs. 


Table Size: 
Blade: 
Capacities 


Speed: 


Accessory Caster Set for 12” Contractors Saw 
Stand 

Model 50-118 

Shipping Weight: 14 Lbs. 


see thru blade guard, lifetime lubricated ball bear- 
ings. Jointer features double tilt fence with positive 
stops at 45° and 90°, dovetailed ways, adjustable 
gibs, high speed steel knives. Includes 9” saw, 4” 
jointer, 50-509 stand, v-belt, motor pulley group, 
motor, see thru blade guard, 9” saw blade, wrench, 
jointer raising block, cutterhead guard, cutterhead 
pulley, cutterhead. 


Width 44%”, Depth 36”, Height 
46 v2" 


Saw, 3800 RPM 
Jointer, 3600 RPM 


Saw, 22” x 15"; 22” x 22%” with 
extensions 
Jointer,5%4” x 27%” 


3%" x 2%" 

9” Diameter, ¥%” Arbor 

Saw, 2%” at 90°; 2” at 45°; 24” 
rip right or left of blade 

Jointer, 4” wide, %” deep. Rab- 
bet ¥%” x 4” 

1 H.P. ball bearing, capacitor 
start.3450 RPM, 115 V 

Carton Size 28” x 24” x 40” 


Shipping Weight: 270 Lbs. 


Dimensions: 
Speed: 
Table Size: 
Fence Size 


Blade Size: 
Capacities: 


Motor: 


Accessory Caster Set for Saw Jointer Combination 
Model 50-118 
Shipping Weight: 14 Lbs. 
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TABLE SAWS 


MOTORIZED 
MITRE BOX 


Model 34-010 


For fast, accurate, square cuts, mitres in various 
materials. Excellent for trim work. Built-in motor 
develops 12 H.P. 45° mitre capacity with positive 
stops at 90° and 45°, right and left. Lifetime lubri- 
cated ball bearing construction. ‘‘Safety-matic” 
push button blade brake. See-thru blade guard. 


Discontinued Table Saws 


FLC 2584 


Model 34-010: Includes Motor, Blade Guard, 9” 


Blade, Wrenches 

Width 19”, Depth 20”, Height 22” 
4” x17" 

9” Diameter, %” Arbor 


Develops 1% H.P., 10.5 AMP, 
5000 RPM, 115V, 60 Hz 


Cross-cut 90°, 2¥%2” x 4” 
Mitre 45°, 2¥2” x 35%" 
Mitre 45° on edge, 5%” x 358” 


Carton Size: 24” x 21” x 18” 
Shipping Weight: 63 Lbs. 


Dimensions: 
Table Size: 
Blade: 
Motor: 


Capacities: 


Accessory Stand for Motorized Mitre Box 
Model 50-508 
Shipping Weight: 40 Lbs. 


Accessory Caster Set 
Model 50-118 
Shipping Weight: 14 Lbs. 


10” DELUXE CONTRACTORS SAW 
Model 34-341 


Totally enclosed steel stand, brackets for holding 
mitre gauge and fence, self-aligning rip fence, see 
thru blade guard. Includes saw, stand, 2 wings, 
pulleys, V-belt, rip fence, mitre gauge, guide bars 
and blade. Shipping Weight: 170 Lbs. Optional 
Motors: 52-494 or 62-041. 


10” CONTRACTORS SPECIAL 


Model 34-338 


Includes stand and 2 extension wings. Big 40” x 
27” table. 24” rip capacity right and left of blade, 
3%” depth of cut. Includes arbor and motor pulley, 
V-belt, rip fence, mitre gauge, table insert, blade 
guard, saw blade. Shipping Weight: 253 Lbs. Op- 
tional Motors: 52-494 or 62-041. 


9” DELUXE BUILDERS SAW 
Model 34-643 


Self-aligning rip fence. 22” x 15” Table. 24” Rip 
capacity. See thru blade guard. Includes arbor pul- 
ley, table insert, 9” saw blade, wrench, rip fence, 
guide bars, mitre gauge, blade guard. Shipping 
Weight 78 Lbs. Optional Motors: 52-493. 


9” DELUXE BUILDERS SAW 
Model 34-644 


Same as Model 34-643 plus stand. Shipping 
Weight: 120 Lbs. 


9” MOTORIZED SAW 
Model 34-653 


Includes 2 H.P. motor. 24” Rip capacity. Self- 
aligning rip fence, mitre gauge. See thru blade 
guard. Fully enclosed drive mechanism. Shipping 
Weight: 81 Lbs. 


9” MOTORIZED SAW 


Model 34-654 


Same as 34-653 plus stand and one extension 
wing. Shipping Weight: 122 Lbs. 


10” MOTORIZED SAW 
Model 34-335 


2¥%2 H.P. motor. Fully enclosed drive mechanism. 
See thru blade guard. 24” rip capacity. Cross cuts 
up to 3%”. Shipping Weight: 121 Lbs. 


10” MOTORIZED SAW 
Model 34-336 


Same as 34-335 plus stand and one extension wing. 
Shipping Weight: 180 Lbs. 


SAW/JOINTER COMBINATION 
Model 34-649 


Includes motor, 9” saw plus 4” jointer on one 
stand. Includes 34-643 saw plus 37-240 jointer, 
jointer raising block, V-belts and pulleys, plus 1 
H.P. motor and stand. Shipping Weight: 261 Lbs. | 
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TABLE SAW ACCESSORIES 


Miter Gauge FLC-2584 


No. 34-578. For all 9” and 10” Saws except 
Model 34-570 9” Saw 


*Clamp Attachment FLC-2584 


No. 34-569. For use with 34-578 Miter Gauge. 
Holds work securely for accurate miter and 
cut-off 


*Dealer Note: Each Available in Master Packs 
of (5) Five. 

Table Extensions FLC-2584 

To increase circular saw table size. 


No. 34-601. 22”x 7%” Extension. For 9” Saws. 
Grid type. Two required to increase table size 
to 22”x 30” 


No. 34-862. 27”x 10” Extension. For 10” Saws. 
Grid type. Two required to increase table size 
to 22”x 40” 


No. 34-573. Set of two table extension wings 
(22"x7¥%2") and guide rails for use on Model 
34-570 9” Saw 


No. 34-583. Set of two Solid table extension 
wings (22”x7%"”) and guide rails for 

Model 34-570 Saw 

Belt and Pulley Guards FLC-2584 


Covers belt and motor pulley for increased oper- 
ator protection. 


No. 34-965. For 10” Contractors’ Saw 


*Standard Table Inserts FLC-2584 


Included as standard equipment with saws as 
listed. 


No. 34-822. For 10” and 9” Motorized Saws, 
No. 34-737. For 10” Contractors Saw 
No. 34-734. For 12” Contractors Saw 


*Dealer Note: Each Available in Master Packs 
of (5) Five. 


*Dado Head Table Inserts FLC-2584 

No. 34-823. For 10” and 9” Motorized Saws 

No. 34-572. For Model 34-570 9” Saw 

34-732 for 10” Contractors Saw 

34-735 for 12” Contractors Saw 

*Dealer Note: Each Available in Master Packs 
of (5) Five. 

Sanding Disc Attachment 

34-574 for all Table Saws 


Sanding Disc Table Insert 
34-577 for 34-570 only 


Dado Head Sets FLC-2582 


No. 34-334. Economy Dado Head Set. With %” 
arbor hole. Consists of two flat-ground outer 
blades (6” dia. x Y%” thick) and five inside cut- 
ters (four Ye” thick; one \,” thick) 


No. 34-333. Production Type Dado Head Set. 
With %” arbor hole. Consists of two hollow- 
ground outer blades (6” dia. x %” thick) and 
four inside cutters (one %” thick; two Va” thick; 
one \” thick) 


*Moulding Cutterhead Table Inserts FLC-2584 
No. 34-824. For 10” and 9” Motorized Saws 
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No. 34-571. For Model 34-570 9” Saw 
34-733 for 10” Contractors Saw 
34-736 for 12” Contractors Saw 
Tenoning Attachment FLC-2584 


No. 34-172. Cuts tenons for mortise and tenon 
joints. Base plate included 


Moulding Cutterhead Sets FLC-2582 


No. 34-562. Moulding Cutterhead. For all 9” and 
10” Saws except Model 34-570 


No. 34-575. Moulding Cutterhead. For Model 34- 
570 9” Saws only 


No. 34-821. Basic Moulding Cutterhead Set. For 
use on %” and %” dia. arbor saws except 34- 
570. Includes 34-562 cutterhead, 34-521 wrench 
and 35-102 knives 


No. 34-813. Deluxe Moulding Cutterhead Set. 
Same as above except with 35-102, 35-103. 35- 
221 and 35-222 knives 


No. 34-576. Moulding Cutterhead Set. For Model 
34-570 9” Saw only 
Spacer Collars FLC-2584 


No. 34-171. Set of two: %” and %” widths with 
%” arbor hole. For spacing saw blades to cut 
tenons in one pass 
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35-196 35-197 35-198 

Wedge Tongue Wedge Table Edge 
Groove 

35-202 35-204 35-211 

v2” Bead %," Flute 1” Flute 

35-222 35-223 35-224 

v2" Cove Ogee %" Cove 

Y4" Flute 

35-237 35-238 35-241 

5%” Bend %,”" Bead ¥%" Tongue 

35-243 35-245 35-247 

Cove & Bead Oval Sash Door Lip 

Moulding 


*Cutterhead Knives FLC-2582 
Each set consists of 3 knives 
*Dealer Note: Each Set Available in Master Packs of (5) Five. 


TABLE SAW ACCESSORIES 


*Dealer Note: Each Available in Master Packs 
of (5) Five. 


Replacement V-Belt for 10” Contractors 
49-145 


Replacement V-Belt for 12” Contractors Saw 
51-008 


Replacement Motor Pulley for 10” and 12” Con- 
tractors Saw Outside Diameter 3” 
41-043 


Replacement Drive Belts For 9” and 10” 


Motorized Saw 
49-081 


Replacement Drive Belts for Mitre Box Saw 
49-083 


Replacement V-Belts for Saw Jointer 


49-152 Saw 
49-104 Jointer 


Replacement Motor Pulleys for Saw Jointer 
49-023 Saw 

49-182 Jointer 

Stands 

50-507 for all Table Saws except 34-570, 
Shipping Weight 40lbs. 


50-508 for Motorized Mitre Box 
Shipping Weight 40Ibs. 


Casters 

50-118 for all Table Saw and Motorized Mitre 
Box Stands 

Shipping Weight 14lbs. 


BAND SAWS AND SCROLL SAWS 
VERSATILE PERFORMERS FOR EVERY SHOP 


FLC 2584 


10” BAND SAW 
Model 28-120 
Motor Extra. . 


Cuts stock full6%” thick. Cuts straight or irregular 


Padlock 


No. 49-031. For locking stationary too! power 
switch in “off” position. For use on tools 
equipped with Rockwell protected- on-off switch 


Rust Remover FLC-3622 
*No. 49-320. Half pint bottle 


*Dealer Note: Single bottles are not shipped 
from factory or warehouse. Order No. 49-340 
Carton of (10) Ten Bottles of Rust Remover. 


Spray Touch-Up Paint FLC-3580 


For easy touch-up of Rockwell Power Tools. 
6 oz. Cans. 


No. 49-306. Light Grey 
No. 49-307. Dark Grey 


Saw Blades 


No. Diameter Type 


*34-627 9” 
34-708 9” 
33-247 10” Combination 
34-105 10” Combination 
33-197 Combination 
33-227 Hollow Ground 
34-016 Hollow Ground 
33-005 Hollow Ground 
34-840 Carbide Tipped 
34-841 Carbide Tipped 
33-223 Cross Cut 
34-018 Cross Cut 
33-004 Cross Cut 
33-198 Rip 
34-017 Rip 
33-003 Rip 


*For Mitre Box Saw 


Combination 
Combination 


curves. Full 10” x 11” table tilts 45° for bevel cut- 
ting. Sanding attachment permits sanding of irreg- 
ular curved work. Sliding blade guard for operator 
safety. Ball bearing supported upper and lower 
guides. Blade tensioning and tracking controls. 


Model 28-120: 


Dimensions: 


Table Size: 


Includes 28-113 Saw, 50-508 
Stand, 50-512 Motor Bracket, 
V-Belt, Motor Pulley, Arbor Pul- 
ley, Blade, Sanding Attachment, 
2 Abrasive Belts. 


Width 18%”, Depth 10%”, 
Height 33” 


10” x 11” 


Blade Length: 71%" 


Speed: 


Capacities: 


2400 FPM with standard pulleys 
and optional 1725 RPM motor. 


Frame to blade 952” 
Thickness of Cut6%4” 


Carton Size: 


19” x 21” x 38” 


Shipping Weight: 100 Lbs. 
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BAND SAWS AND SCROLL SAWS 


10” BAND SAW 
Model 28-113 Motor Extra 


Same as 28-112 but without stand and motor 
bracket. 

Carton size: 14” x 20” x 37” 

Shipping Weight: 58 Lbs. 


Accessory Caster Set for 10” Band Saw 
Model 50-118 
Shipping Weight: 14 Lbs. 


Recommended Motors for 10” Band Saw 
Model 62-142 


14” WOODCUTTING 
BAND SAW 


Model 28-285 Motor Extra 


Big saw performance and precision for the home 
workshop. Upper and lower guides adjust inde- 
pendently to micrometer accuracy. Magnesium 
wheels. Cuts stock a full 6%” thick. Large 14” x 
14” table tilts 45° to right for bevel cutting. Direct 
reading blade tension scale. Table grooved for 
mitre gauge, machined for rip fence. 


16” SCROLL SAW 
Model 40-170 Motor Extra 


Sanding attachment and 
sleeve allows sanding of 
scrolled work. 11" x 11" tilting 
table for bevel cuts. Calibrated 
angle scale. Automatic blade 
tensioning. Universal V-jaw 
chuck rotates for unlimited 
length of cut. Adjustable 
spring hold-down secures 
work against table. 


Ve oe ball bearing capacitor start, 1725 RPM, 
115V. 


Shipping Weight: 27 Lbs. 


Model 62-134 


¥3 H.P. ball bearing, capacitor start, 1725 RPM, 
115V. 
Shipping Weight: 22 Lbs. 


Model 62-133 


va H.P. sleeve bearing, split phase, 1725 RPM, 
115V. 
Shipping Weight: 16 Lbs. 


Model 28-285: Includes Band Saw, Stand, V- 
Belt,, Motor Pulley, Arbor Pul- 
ley, Saw Blade, Sanding Attach. 

Dimensions: Width 25”, Depth 172”, Height 
65%” 

Table Size: 14” x 14” 

Blade Length: 9342" 

Speed: 3000 FPM with standard pulleys 
and optional 1725 RPM motor 

Capacities: Frame to Blade 13%” 
Thickness of Cut 6%” 

Carton Size: 1994" x25%" x43%"", 20"x22"x25" 


Shipping Weight: 196 Lbs. 


Accessory Caster Set for 14” Band Saw 
Model 50-111 
Shipping Weight: 16 Lbs. 


Recommended Motor for 14” Band Saw 
Model 62-142 


Ye H.P. ball bearing, capacitor start, 1725 RM, 115V 
Shipping Weight: 27 Lbs. 


Includes 40-102 Saw, 50-510 
Stand, 50-512 Motor Bracket, 
Pulley, Pulley Guard, Saw 
Blade, Wrenches, Sanding At- 
tachment, 2 Sanding Sleeves. 


Width 12%”, Depth 26”, 
Height 20” 


11” x 11” tilts 45° right, 15° left 


1275 CPM with standard pulley 
and optional 1725 RPM motor 
Thickness of Cut 2” 

Width of Cut 16”, arm to blade 
distance 

Length of Cut—unlimited 


31” x 16” x 23” 


Model 40-170: 


Dimensions: 


Table Size: 
Speed: 


Capacities: 


Carton Size: 
Shipping Weight: 98 Lbs. 


BAND SAWS AND SCROLL SAWS 


16” SCROLL SAW Model 63-134 


Model 40-102 ¥3_H.P. ball bearing capacitor start, 1725 RPM, 


115V. 
Same features as 40-170 but without stand and Shipping Weight: 22 Lbs. 


motor bracket. 

Carton Size: 29” x 12” x 23” Model 62-133 

Shipping Weight: 60 Lbs. ae sleeve bearing, split phase, 1725 RPM, 
Recommended Scroll Saw Motors Shipping Weight: 16 Lbs. 

Model 62-142 ; 

Y2 H.P. ball bearing, capacitor start, 1725 RPM,  ‘“ccessory Caster Set for 16" Scroll Saw 

115V. Model 50-118 


Shipping Weight: 27 Lbs. Shipping Weight: 14 Lbs. 


BAND SAW & SCROLL SAW ACCESSORIES 


*Band Saw Blades FLC-2583 Lamp Attachment FLC-2610 
All 71¥4” long. for10” Band Saw ! No. 40-882. For use with band saw and scroll 
5 saws. Furnishes tool with its own illumination, 
veer patil independent of shop lighting system. Uses 15 or 
No Width Inch (Min.) 25 watt bulbs. Includes shade, socket, cord and 
" = mounting parts 
28-801 \%” 6 yy" 
28-802 Ke" 6 yy” 
28-803 y" 6 y" 
28-804 %” 5 ne 
*Dealer Note: Each Available In Master Packs 


of (5) Five. 
Sanding Attachment FLC-2584 
No. 28-810. For sanding irregular curved work 


previously cut on the band saw. Consists of flat 
and curved platens with guides and bracket 


No. 49-173 V-Belt for 14” Band Saw 

57%” O.C. Weight 4 Ib. 

Replacement V-belt for 10” Band Saw 

Model 49-303 

Outside circumference 35” 

Y2" 4L Cross Section 

Replacement Motor Pulley for 10” and 14” Band 
Saw 

Model 41-033 

2%” outside diameter, %” bore. 


Ss 


No. 28-984 Height Attachment for 14” Band Saw 


Increases capacity of 14” band saw from 6%” 
to 12%” under the guide. May be added at any 
time. Requires use of 105” blades. Includes cast 
block, dowels and bolt, extension from blade 
guard, wood back blade guard. Weight 12 Ibs. 


Abrasive Belts FLC-3683 
Package of 5. For use with 28-810 Sanding 
Attachment. for 10” Band Saw 
No. Type 
28-811 Garnet 80 Grit Fine 
28-812 Garnet 40 Grit Medium 


No. 28-836 Sanding Belt for 14” Band Saw 

For use with 28-810 Sanding Attachment. Gar- 
net type No. 80 grit, fine; #72” wide, 91” long. 
Package of 5. Weight 1 Ib 

No. 28-837 for 14” Band Saw 

No. 40 grit, medium; 2” wide, 91” long. Pack- 
age of 5. Weight 1 Ib 


No. 28-843 Rip Fence for 14” Band Saw 

18” guide bars and mounting screws. Weight 
13 Ibs. 

No. 28-845 Rip Fence for 14” Band Saw 

32” guide bars and mounting screws. Weight 
10 Ibs. 


No. 34-569 Clamp Attachment for 14” Band Saw 
Holds work securely for accurate mitre and cut- 
off work. Used with 34-578 mitre gauge. Weight 
1% Ibs. 


No. 34-578 Mitre Gauge for 14” Band Saw 


No. 50-111 Retractable Caster Set for 14” Band 
Saw 


Add molulity to your Rockwell Band Saw. These 
retractable casters allow you to move your band 
saw to the desired work area quickly and easily. 
Ideal for moving the saw to a storage area when 
not in use. 

Caster set 50-111 for use with enclosed stand 
50-122. Includes built-in leveling screws. Weight 
13 Ibs. 
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BAND SAW & SCROLL SAW ACCESSORIES 


Wood Cutting Band Saw Blades for 14” Band 
Saws 


93%” long standard size. 105” blades are used 
with 28-984 height attachment. 


No. No. i 
93%.” 105” Width Rad. Inch 


28-032 28-045 1%” Yu" 6 
28-033 28-046 +,” He" 
28-034 28-047 \4” 54" 
28-036 28-048 %" 1%” 5 
28-038 28-050 %” 2%” 5 
28-040 28-052 %” 5%," 4 


Self-Centering Lower Jaw Chuck for Scroll Saw 
FLC-2584 

No. 40-715. Replaces standard chuck included 
with machine. A valuable aid in marquetry and 


6 
6 


Sanding Attachment for Scroll Saw FLC-2584 
No. 40-711. For sanding delicate scrolled de- 
signs. Handles concave, convex or flat surfaces. 
1%,” wide, 4” thick, 24%” long with 4” shank. 


Abrasive Sleeves for Scroll Saw FLC-2584 


3 Package of 6. For use with 40-711 sanding 


attachment. 


No. Type 
46-841 Garnet 50 Grit Medium 
46-248 Garnet 80 Grit Fine 


Skip Tooth Band Saw Blades for 14” Band Saw 


For cutting aluminum magnesium plastics and 
all kinds of wood. 


All blades 9312” long. 


Minimum Teeth 


inlay work No. | Width Cut. Rad. per In. 
Blade Guides for Scroll Saw FLC-2584 


a wu su 
No. 40-805. Replaces standard guide included 26,883 A és g 
with machine. Set of six individual guides with 28-885 %" 1K," 


4 

different openings to accommodate various z yu yn 

blades 28-886 Y% 24% 4 
4 


SCROLL SAW BLADES FLC 2583 


As a general rule, always select the narrowest blades recommended for intricate curve cutting and widest blades for straight 
and large curve cutting operations. 


The scroll saw blades listed are made of the finest steel, hardened and tempered; precision filed to razor sharpness and set. 
All 5” long. Packages of 6. 


Cat. No. Material Cut Width In. Teeth Per. In. Blade Full Size 


40-058 Steel, Iron, Lead, Copper, Aluminum, Pewter .070 32 
40-159 Asbestos, Paper Felt -070 20 


40-160 Steel, Iron, Lead, Copper, Brass .070 15 
40-161 Aluminum, Pewter .085 15 
40-164 Asbestos, Wood .110 20 


40-165 Asbestos, Brake Lining, Mica Steel, Iron, Lead, 


Copper, Brass, Aluminum, Pewter -250 20 


40-184 Wood Veneer, Plastics, Celluloid, Hard Rubber, 
Bakelite, Ivory, Extremely Thin Materials 


0.35 20 
40-185 Plastics, Celluloid .050 
40-187 Hard Rubber, Bakelite .070 


40-188 Ivory, Wood -110 


40-191 Wall Board, Pressed Wood, Wood, Lead, Bone, 
Felt, Paper, Copper, Ivory, Aluminum 


-110 
40-192 
40-193 


Hard and Soft Wood 
40-194 


40-195 Pearl, Pewter, Mica 
40-196 Pressed Woods, Sea Shells 


ELTIRREVE EEE) | RERUEI 


40-198 Jewelry, Metals, Hard Leather 


40-703 
Saber Blades for Hard and Soft Wood 
40-704 
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RADIAL ARM SAWS 


FLC 2584 


10” DELUXE 
RADIAL ARM SAW 
Model 33-205 


Up-front ripping for maximum user safety. 24” rip 
capacity—enough for 4’ x 8’ panel plus 3” depth of 
cut. Complete blade guarding. Adjustable micro 
set stops at 45° and 90° right and left. Double 
overarm allows blade to rotate 390° over table for 
full table capacity on right and left mitres. Mechan- 
ical blade brake. Up-front controls for conven- 
ience and safety. Dual shaft motor. UL Listed. 


10” DELUXE RADIAL ARM SAW 
Model 33-267 


Same as 33-205 but without stand. 
Carton Size: 18” x 33” x 28” 
Shipping Weight: 200 Lbs. 


Model 33-205: Includes 33-267 Saw, 50-109 
Stand, 10” Saw Blade, Blade 
Guards, Wrenches 

Dimensions: Width 32”, Depth 33%”, 
Height 27” 

Table Size: 31%" x 24%” 


Positive Stops: Bevel—O°, 45°, 90° 


Mitre 45°, 90° Right and Left 


Blade: 10” Diameter, ¥e” Arbor 
Shaft: %"-18 Left. ¥%”-24 Right 
Motor: Rated 1% H.P. Develops 2 


H.P. 115V, 60 Hz, 3450 RPM 


Cutting Capacities: Depth of Cut 3” at 90° 


2” at 45° 

Cross-Cut 14” 

Rip 24” 
Carton Size: 18” x 33” x 28” / 8” x 30” x 18” 
Shipping Weight: 257Lbs. 


Accessory Stand for 33-267 

Model 50-109 

Shipping Weight: 57 Lbs. 

Accessory Caster Set for Radial Arm Saw Stand 


Model 49-362 
Shipping Weight: 16 Lbs. 


RADIAL SAW ACCESSORIES 


Dado Heads 
34-334 
34-333 


Geared Key Drill Chuck 
No. 49-199. 0 to %” capacity, ¥%”-24 RH thread 
mounting. 


For Drills, See Drill Press Accessories Page 37. 


Adapter 

No. 33-277. 9"-18 LH thread x 2” bore. Threads 
on to Radial Saw arbor to provide %2” bore hole 
to fit #2” shank accessories 

8%” Dia. Sanding Disc 

No. 33-603. With %”-18 LH thread mounting. 
Includes one abrasive disc 

For Abrasive Paper and Disc Adhesive, See 
Sander Accessories Page 53. 

Shaper Cutter Adapter 

No. 33-600. 5% ”-18 LH thread mounting, For use 
with %2” hole shaper cutters 
Moulding/Shaping Guard 


No. 33-942. For additional operator protection. 


For Shaper Cutters, See Shaper Accessories 
Page 50. 


Sanding Drums 


With %”-18 LH thread mounting. Includes one 
abrasive sleeve. 


No. 33-278. 3” Diam. x 3” 
No. 33-279. 1%” Diam. x 2” 


For Abrasive Sleeves and Other Sanding Drums. 
See Drill Press Accessories Page 37. 


Moulding Cutterhead Sets FLC-2582 
No. 34-562. Moulding Cutterhead. For all 9” and 
10” Saws except Model 34-570 


No. 34-821. Basic Moulding Cutterhead Set. For 
use on %2” and %” dia. arbor saws except 34- 
570. Includes 34-562 cutterhead, 34-521 wrench 
and 35-102 knives 

No. 34-813. Deluxe Moulding Cutterhead Set. 
Same as above except with 35-102, 35-103, 35- 
221 and 35-222 knives 


Spacer Collars FLC-2584 


No. 34-171. Set of two: %” and %” widths with 
56” arbor hole. For spacing saw blades to cut 
tenons in one pass 


Saw Blades 
Diameter Type 


10” Combination 
10” Hollow Ground 
10” Carbide Tipped 
10” Cross Cut 


10” Rip 
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JOINTERS 


FLC 2560 


4” DELUXE JOINTER 
Model 37-130 


Single control handle fence adjustment. Positive 
stops at 90° plus 45° right and left. Cartridge type 
3 knife cutterhead. Lifetime lubricated ball bear- 
ing construction. Guarded cutterhead. Independ- 
ently adjustable front and rear tables. Adjustable 
gibbed dovetail ways. 


6” JOINTER 
Model 37-610 

For the most demanding surfacing requirements. 
Big %” x 6” jointing and rabbeting capacity. Cen- 
ter mounted 4%” x 272” fence with positive stop 
at 90°, tilts 45° right and left. Cartridge type 3 knife 
cutterhead. Quick set depth control. Lifetime lubri- 
cated ball bearing construction. Guard cutterhead. 


Optional Motors for 4” and 6” Jointers 
Model 62-144 


Ye H.P. ball bearing, capacitor start. 3450 RPM, 
115V 
Shipping Weight: 28 Lbs. 
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Model 37-130: Includes 37-290 Jointer, 50-508 
Stand, 50-801 Dust Chute, 50- 
512 Motor Bracket, V-Belt, 
Motor Pulley, Cutterhead 

Dimensions: Width 12”, Length 32”, Height 
9%". 

Table Size: 5Vq" x 27V%4" 

Fence Size: 3%" x 21%". Tilts 45° right and 
left. Positive stops 90°, 45° right 
and left 

Cutterhead: Number of Knives 3 
Cutting Circle 2” Diameter 

Capacities: Width of Cut 4” 

Depth of Cut %” 
Rabbit %” x 4” 

Speed: 4200 RPM with standard pulleys 
and optional 3450 RPM motor 

Carton Size: 17” x 31" x 13” 

Shipping Weight: 114 Lbs. 

Model 37-290 


Same features as 37-130 but without stand, dust 
chute and motor bracket. 

Carton Size: 13” x 28” x 9” 

Shipping Weight: 74 Lbs. 


Model 37-610: Includes 37-600 Jointer, 50-515 
Stand, 49-105 V-Belt and 41-403 
Motor Pulley 
Dimensions: Width 22”, Length 39” Height 
9%”. On Stand 39” 
Table Size: 6%" x 35%” 
Fence Size: 4%" x 27%2”. Tilts 45° right or 
left. Positive stop at 90° 
Cutterhead: Number of Knives 3 
Cutting Circle 2%2” Diameter 
Capacities: Width of Cut 6” 
Depth of Cut %” 
Rabbet %” x 6” 
Speed 4200 RPM with standard pulley 
and optional 3450 RPM motor. 
Carton Size: 2 Cartons, 18” x 37" x7", 14” x 


44"x7 
Shipping Weight: 150 Lbs. 


Model 37-600 


Same features as 37-610 but without stand, V-belt 
and motor pulley. 

Carton Size: 14” x 44” x 7” 

Shipping Weight: 94 Lbs. 


Model 62-143 

%’ H.P. ball bearing, capacitor start. 3450 RPM, 
115V 

Shipping Weight: 25 Lbs. 


JOINTER ACCESSORIES 


41-043. Replacement Motor Pulley for 
4” and 6” Jointer 
Outside diameter 3” 


49-105 Replacement V-Belt for 6” Jointer 
50-801. Dust Chute for 4” Jointer 


50-512. Motor Bracket for 4” Jointer *Jointer Knives 

50-508. Stand for 4” Jointer Set of three. High speed steel. 
50-515. Stand for 6” Jointer No. 37-802. For 4” Jointers 
50-118. Caster Set for 4” and 6” Jointer No. 37-659. For 6” Jointers 


49-273. Replacement V-belt for 4” Jointer *Dealer Note: Each Available In Master Packs 
Outside circumference 32” of (5) Five. 


WOOD SHAPER FOR 
CREATIVE WOODWORKING FLC 2560 


ter free shaping. Independently adjustable fence 
halves. Complete with belt and pulley guard. 


Model 43-115: Includes Shaper, 50-513 Stand 
and 62-145 Motor 

Dimensions: Width 25%”, Depth 25%”, 
Height 10%” 


Table Size: 15%2” x 18” 
Insert Openings: 3” and 1%” diameters 


WOOD SHAPER | Fence Size: 2%" x 11%” each side 

Model 43-115 Spindle: Travel 7%” 

Offers unlimited possibilities for making mould- Capacity: | %” spindle—2%” undernut i” spindle—2%”" under nut 
ings on straight internal and external curved and ———— 
irregular surfaces. Single knob fence adjustment. Speed: 9000 RPM 

Handles %” hole standard 3 lip shaper cutters and Carton Size: 27" x 18” x 30” 

cope cutters using 2” stub spindle accessory. Ree =a 

Short ball bearing drive spindle for accurate chat- | Shipping Weight: 175 Lbs. 


SHAPER ACCESSORIES 


Straight Cutters FLC-2560 All ¥2” hole. No. Diameter Width 
No. Diameter Width ae 4 A" 
09-107 Y" 09-143 i 
09-130 1%" mn" 09-172 1346" 
peace Le 09-144 1” %" 
S —— ier St ae 09-173 1M," 
09-108 115," y" 09-145 1%" 
09-127 %" 09-132 1%" 
hl aa P 
09-139 2h" Vi Hay ie 
__09-129 %" a 
Spacing Collars FLC-2560 All V2” hole. 
ee ee No. Diameter Width 
No. Diameter Width 09-174 15,” 
09-133 WH” %” Aaetee a, 
“" yu at 5 46 
09-150 1% af e 09-147 1%" 
09-155 4" 09-148 1 yy" ¥%" 
09-217 1%)" 09-177 1%" 
09-134 154)” VAL 09-178 1%" 
09-140 1%,” 09-149 1%" 
09-215 1%" 09-180 1%" 
09-151 1%” 09-179 11K," 


49 


SHAPER ACCESSORIES 


Accessory Caster Set 

Model 50-118 

Shipping Weight: 14 Lbs. 
Optional V-belt for shaper 

Model 49-105 

Outside Circumference: 30%” 
Optional Motor Pulley for Shaper 
Model 43-805 

Outside Diameter: 5% ” 


Model 50-513. Stand 
Shipping Weight 40 Lbs. 


Stub Spindle FLC-2560 


No. 43-190. For counter-bored ¥% hole 3-lip 
shaper cutters: Nos. 09-128 and 09-137 


09-100 09-101 09-102 
2" Cove, %" Cove, Ve" & %” 
6” Qr. Rd. ¥%" Bead Qr. Rd. 
Y4'’ Bead 
09-120 09-121 09-123 
Female Cab, R.H. 
Sash Male 


e) 
a 
(0) 
to) 


09-131 09-136 
Glue Joint Cove & Bead 
Midg. R.H. 


uff 


09-196 09-197 09-198 

Wedge Tongue Wedge Groove Ogee & Bead 
Table Edge 

09-204 09-211 

%," Flute 1” Flute 

09-238 09-247 09-253 

¥%,” Bead Door Lip Vo" & V4" 
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Radii R.H. 


09-137 
Cove & Bead 
Cope R.H. 


09-199 
1” Convex 
Edge 


Ring Guard FLC-2560 


No. 43-817. For added safety and convenience 
on curved and circular edge shaping. Complete 
with mounting bracket 


Spring Hold Downs FLC-2560 


No. 43-983. Used in conjunction with the shaper 
fence on straight shaping operations to hold 
work against the fence and table 


3-Knife Cutterhead FLC-2582 


No. 43-343. For use with cutterhead knives. With 
bushing for use on %” and %” shaper spindles 


See page 42 for knives, 


Fameee lanl 


09-214 
Panel Raising 


3-Lip Shaper Cutters 
FLC-2560 


All %” hole. 


09-106 09-109 09-110 
90° Flute 4" Flute Drawer 
Joint 
09-125 09-126 09-128 
Cab. R.H. Cab. L.H. Male Sash 
Female Female 
09-138 09-190 09-195 
Cove & Bead 3-Bead 5-Bead 
Cope L.H. (%."" Bead) (Ye'’ Bead) 
09-201 09-202 09-203 
V2" Flute Ya" Bead ¥4"’ Bead 
09-219 09-231 09-235 
1” Bend %5" Qr. Rd. ¥%," Flute 


WOOD LATHE 
CREATIVE WOODWORKING 


FLC 2600 


4 SPEED 
WOOD LATHE 


Model 46-150 


Offers precision turning and shaping of wood plas- 
tics and metals. Four speeds. Special bed gap al- 
lows turning of stock up to 14” x 3”. 11” diameter 
x 36” over bed. Built in indexing mechanism. One 
piece cast iron bed with 1%’ ground ways. Uni- 
versal type tool support. Graduated tail stock ram 
for drilling and boring operations. 


4 SPEED WOOD LATHE 

Model 46-111 

Same feature as 46-150 but without stand. 

Carton Size: 19” x 56” x 22” 

Shipping Weight; 92 Lbs. 

Recommended Motors for 4 Speed Wood Lathe 
Model 62-142 

Ye H.P. ball bearing, capacitor start, 1725 RPM, 
115V_ Shipping Weight: 27 Lbs. 

Model 62-134 


¥3 H.P. ball bearing capacitor start, 1725 RPM, 
115V 
Shipping Weight: 22 Lbs. 


LATHE ACCESSORIES 


Draw Bolt ——————F- 
No. 46-850. For holding No. 2 M.T. attachments 


with internal thread in lathe spindle 


Turning Tools 


Made of special high alloy steel with precision 
ground cutting edges and fitted with 1%” dia. 
by 10%” extra-long hardwood handles. 


. 46-121 1” Skew 

. 46-124 %2” Skew 

- 46-122 %” Gouge 
- 46-126 2” Gouge 
. 46-123 %” Gouge 
46-125 Ye” Parting 
- 46-127 V2" Spear 
- 46-128 %2” Rd. 

. 46-130 Set of 8 


Model 46-150: Includes 46-111 Lathe, 50-516 
Stand, 4 Step Pulley, Drive and 
Cup Centers, 3” Face Plate, 6” 
Offset, 4” and 12” Tool Rests, 
Rest Base, Wrenches, Motor 


Pulley, V-Belt 
Width 12”. On Stand 42” 


Diameter 1%” 

Hole #2MT %” 

Thread 1”. 8 Threads/Inch 
LH (outboard) RH (inboard) 


Ram: Hole #2MT. Travel 2%” 


Speeds: 990, 1475, 2220 and 3250 RPM 
with standard pulley and op- 
tional 1725 RPM motor 

14” x 3” wide over gap 

11” over bed 

ae 36” between centers 

Carton Size: 19” x 60” x 22” 


Shipping Weight: 154 Lbs. 


Dimensions: 
Spindle: 


Capacities: 


Model 62-133 

is Rd sleeve bearing, split phase, 1725 RPM, 
Shipping Weight: 16 Lbs. 

Optional Motor Pulley for 62142 Wood Lathe 
Model 41-733 

242", 3%", 3%” and 4%” outside diameters 


Optional V-belt for 62-142 Wood Lathe 
Model 49-115 
Outside Circumference: 39” 


Accessory Caster Set for 4 Speed Wood Lathe 
Model 50-118 
Shipping Weight: 14 Lbs. 


SS SO 


Centers 

All with No. 2 Morse Taper shank. 

A No. 46-933 Drive Center. For headstock 
B No. 46-439 Cup Center. For tailstock 

C No. 46-940 Screw Center. For headstock 


D No. 46-480 Ball Bearing Center. For tailstock. 
With three interchangeable centers 


Gp 


Knockout Bar 
No. 46-905 For removing headstock centers 
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LATHE ACCESSORIES 


Tungsten Alloy Tipped Turning Chisels 

For free-hand turning of woods and plastics, plus aluminum, 
brass, bronze, copper, mild steel and similar materials. Tung- 
sten alloy tipped and diamond lapped, the chisels have an 
extremely long cutting life and require little or no sharpening. 
Choose from two sets: %” round and square nose for small 
fine work or ¥%4” round and square nose for large heavy work. 
No. 46-801 %” Sq. Nose Chisel 

No. 46-802 %” Rd. Nose Chisel 

No. 46-803 % ” Sq. Nose Chisel 

No. 46-804 %” Rd. Nose Chisel 

*Face Plates 

No. 46-936. 3” Diameter. For inboard face plate turning. With 
1”-8 RH thread 

No. 46-937. 6” Diameter. For inboard or outboard face plate 
turning. With 1”-8 RH and LH threads 

*Dealer Note: Each Available in Master Packs of (5) Five. 
Screw-on Arbors 

With 1”-8 thread. For mounting wire, fiber and buffing wheels. 
No. 46-144. For Inboard Use. (RH) 

No. 46-145. For Outboard Use. (LH) 

Wood Turning Duplicator 

For safe, accurate duplication of complex wood turnings. 
Takes only a few minutes to install on your Rockwell Lathe. 
Enables you to reproduce complicated turnings perfectly— 
patterns, balusters, lamps, table and chair legs — up to 4” 
diameter, 2812” long. Saves valuable time; eliminates costly 
mistakes. 

No. 46-840 

Tool Rest Bases 

No. 46-831. Standard Type. Handles %2” to 1” dia. shank tool 
rests 

No. 46-830. Offset Type. Handles %2” to 1” dia. shank tool 
rests. For face plate turning over gap 

Floor Stand for Tool Rests 

No. 46-697. Handles %2” to 1” dia. shank tool rests. For out- 
board turning 

Adapter 

No. 46-935. With #2” dia. x 1%” plain shank. #2 Morse Taper 
shank to fit lathe spindle. For mounting sanding drums. Use 
drawbolt to hold taper safely engaged in lathe spindle, 
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Sanding Drums 

With %” dia. mounting hole including one abrasive sleeve. 
Use with 46-935 adapter. 

No. 46-038. 3” dia. x 3” 

No. 46-538. 134” dia. x 2” 

Geared Chuck 

No. 46-968. 0 to /2” capacity. With No. 2 M.T. shank. For hor- 
izontal drilling operations 

812” Sanding Disc 

No. 46-934. With 1”-8 RH thread for mounting. Permits disc 
sanding operations 

For Abrasive Discs and Disc Abrasive, See Sander Accessories. 
Tool Rests 

All with 1” dia. shank. 

No. 46-690. 4” Tool Rest 

No. 46-692. 12” Tool Rest 

No. 46-694. 24” Tool Rest. For long turnings. Has two 1” 
dia. shanks. Requires extra Tool Support Base 

No. 46-695. Right Angle Tool Rest. For face plate work 


Compound Slide Rest 

No. 46-965. Accurately built with dovetail ways and graduated 
compound base that rotates 360°. Feed screws are covered 
to protect them from dirt and chips — fitted with micrometer 
sleeves, accurately graduated. With tool post, rocker, washer 
and wrench. 

Holder, Boring Bars, Tool Bits 

For use with the No. 46-965 Slide Rest. Holds both boring bars 
and %” square bits. Holder has two holes to facilitate hold- 
ing tool. Made of case hardened tool steel. 

Holder 

No. 46-963. For Boring Bar and Tool Bits. 

Boring Bars 

No. 46-966. Set of three, %”, #," and %” 

Tool Bits 

No. 46-954. Set of four. High-speed steel. 44" xV%4"x1% "Incl- 
udes roughing, finishing, right corner and left corner 

60° Plain Center 

No. 46-939. For metal turning, hardened and ground 

Chucks 

No. 46-950. 4”, 3-Jaw Universal Type. Threaded 1”-8 RH. Has 
three internal and three external jaws 

No. 46-951. 4”, 4-Jaw Type. Threaded 1”-8 RH. Has one set 
of jaws, reversible for internal or external work 


SANDER/GRINDER AND SANDING DISCS 
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SANDER/GRINDER 
COMBINATION 


Model 31-355 


Suited for use on wood, metal, plastics, leather, 
rubber, ceramics, composition. Use for sanding, 
grinding, deburring, sharpening, contouring, fin- 
ishing. Utilize 9” belts. 7” x 8” tilting table. Ball 
bearing construction. 


Model 31-355: Includes Basic Machine, Motor, 


Motor Pulley, V-Belt, Flat Platen 
for 1” Belts, Arbor Pulley, 80 
Grit Auminum Oxide Belt 
Width 8%”, Depth 12”, 

Height 18%” 

7” x 8” Tilts 10° in, 90° out 


40” minimum, 42” standard, 44” 
maximum. Width ¥%e” minimum, 
1” maximum 


4000 SFPM, 4600 SFPM with 
contact wheel using standard 
pulley and 3450 RPM motor 


v2 H.P. sleeve bearing, split 
phase, 3450 RPM, 115V 


Belt to column—7%”. Table to 
upper idler with 44” belt—3” 


Carton Size: 13” x 23” x 21” 
Shipping Weight: 48 Lbs. 


Dimensions: 


Table Size: 
Abrasive Belt: 


Speed: 


Motor: 


Capacities: 


SANDER/GRINDER ACCESSORIES 


Base Plate FLC-2562 


No. 31-360. Included with Sander/ Grinder 
Bench Models 31-355 


Abrasive Belts FLC-3683 
Aluminum Oxide. 1” x 42” with cloth backing. 
Package of 5. 
No. Type 
31-370 40 Grit Coarse 
31-371 50 Grit Coarse 
31-372 80 Grit Medium 
31-373 120 Grit Medium 
31-374 150 Grit Fine 
31-375 220 Grit Fine 
31-376 320 Grit Extra Fine 


Rubber Contact Wheel FLC-2562 


No. 31-362. 4” dia., 1” Face, special bore size. 
Recommended for stock removal and rough 
finishing 


DISC SANDER 


Guard for Pulleys and V-Belt FLC-2562 


No. 31-366. For use with Sander/Grinder 
mounted on 31-360 base plate 


Replacement V-belt for Sander/Grinder 
Model 49-105 
Outside circumference 30%” 


Replacement Motor Pulley for Sander/ Grinder 
Model 41-023 
2%2" outside diameter, 6” bore. 


Guard for Arbor Pulley FLC-2562 


No. 31-361 
*Platens FLC-2562 


For use with Sander/Grinder. 


No. Type 
31-363 Flat for 1” Belts 
_ 31-364 Flat for ¥2” or Narrower Belts 
31-365 2” Rad. Convex for 1” Belts 


*Dealer Note: Each Available in Master Packs 
of (5) Five. 
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812” DISC SANDER 
Model 31-200 


Sands straight, curved or angular surfaces. 8/2” 
disc. Large 4%” x 9%” table tilts 35° toward and 
45° away from disc. Quick set tilt angle scale. 2” 
outboard accessory shaft. 


Recommended Motors 

for Disc Sander 

Model 62-142 

Y2 H.P. ball bearing, capacitor start, 1725 RPM, 
115V. 

Shipping Weight: 27 Lbs. 

Model 62-134 

¥3 H.P. ball bearing, capacitor start, 1725 RPM, 


Disc: 


Shipping Weight: 22 Lbs. 


Model 62-133 
v3 H.P. sleeve bearing, split phase, 1725 RPM, 


Model 31-200: 


Dimensions: 


Shaft: 
115V. Table Size: 
Speed: 


Carton Size: 


Includes Basic Machine, Arbor 
Pulley, Abrasive Disc, Disc 
Adhesive 


Width 112”, Depth 10”, 
Height 8%” 


8%" Diameter 
¥2" Diameter 
4%" x 9%" 


1080 RPM with standard pulley 
and optional 1725 RPM motor 


10” x 14” x 10” 


oy Shipping Weight: 19 Lbs. 


Shipping Weight: 16 Lbs. 


Disc Sander Accessories 


Miter Gauge FLC-2562 


No. 31-804. For use with Model 31-200 812” Disc 
Sander 


Arbor Adapter FLC-2562 


No. 49-118. For use with Model 31-200 8/2” Disc 
Sander. Permits mounting of V2” hole grinding, 
buffing and wire wheels to sander arbor 


Package of 12. 82” diameter. Garnet. Requires 
disc adhesive for mounting. 
No. Type 
46-815 Coarse. 40 Grit 
46-817 Medium. 80 Grit 


Disc Adhesive FLC-2562 


No. 49-503. For mounting abrasive discs to 
Model 31-200 8%” Disc Sander. Quick drying 


type 
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MOTOR CHART 


Cont. Remote Integral 
Recommended Rated Operated Overload 
FLC Motor For H.P. Du Bearings RPM Type Switch Protection Weight 
2640 62-133 Drill press ¥3 ~~ Light Sleeve 1725 = Split SPST None 16 
10” Band Saw Phase 
Wood Lathe 
Scroll Saw 
Disc Sander 
2640 62-143 6” Jointer Y2 Light Sleeve 3450 Split SPST None 25 
4” Jointer Phase 
Sander/Grinder —__ 
2640 62-134 Drill Press ¥% Heavy Ball 1725 Capacitor SPST Manual 22 
10” Band Saw Start Reset 
Wood Lathe 
Scroll Saw 
Disc Sander 
2640 62-144 6” Jointer Y2 Heavy Ball 3450 Capacitor SPST Manual 28 
4” Jointer Start Reset 
Sander/Grinder a 
2640 62-145 Shaper V2 Heavy Ball 3450 Capacitor SPST Manual 24 
Start Reset 
2640 62-142 Drill Press Y2 Heavy Ball 1725 Capacitor SPST Manual 27 
14” Band Saw Start Reset 
10” Band Saw 
Wood Lathe 
Scroll Saw 
2641 62-146 Saw/Jointer 1 Heavy Ball 3450 Capacitor SPST Manual 34 
Start Reset 
2641 62-041 10” ContractorsSaw 1% Heavy Ball 3450 Capacitor DPST Manual 42 
Start Reset 
2641 52-494 10” ContractorsSaw 1% Heavy Ball 3450 Capacitor DPST Manual 42 
ian eer. iene ae 
2641 °62-137 12” ContractorsSaw 2 Heavy Ball 3450 Capacitor DPST Manual 47 
Start Reset 


*230 Volt tFully Enclosed. 

Motors: All comply with or exceed the motor manufacturing power standards established by the National Electrical Manufacturing 
Association. All are UL listed. All feature guarded drip proof enclosures and are supplied in a NEMA 56 frame. All feature 
%" single shaft. All except 62-137 are 115V 60 Hz. 

Controls: All are supplied with a remote, mounted toggle switch and 8’ grounding cord set mounted and wired. All tools are 
provided with a switch locking plate and mounting provisions. 
SPST switches supplied with quick connect adaptor. 


Reversing toggle switch supplied, mounted and wired in motor junction box on 62-145. 


STATIONARY TOOL REFERENCE CHART 


Old No. and Description New No. and Description 
11-100 11” Drill Press 11-100 11” Drill Press 
11-069 11” Drill Press plus 50-821 Stand 11-070 11” Drill Press with 50-508 Stand 
11-280 32” Radial Drill Press 11-280 32” Radial Drill Press 
11-269 32” Radial Drill Press plus 50-821 Stand 11-072 32” Radial Drill Press with 50-510 Stand 
15.069 15” Drill Press 15-069 15” Drill Press 
34-570 9” Homecraft Saw 34-570 9” Homecraft 
34-654 9” Mortorized Saw with 50-108 Stand and 34-657 9” Motorized Saw with 50-507 Stand, and 
1) 34-601 win 2) 34-601 Wings 
34-336 10” Motorized Saw with 50-108 Stand and 34-345 10” Motorized Saw with 50-507 Stand and 
1) 34-862 Win 2) 34-862 Wings 
34-338 10” Contractors Saw with 50-315 Stand and 34-348 10” Contractors Saw with 50-507 Stand and 
2) (34-842) Wings 2) 34-842 Extension Wings 
34-388 12” Contractors Saw with 50-507 Stand and 
2) Wings 
40-102 16” Scroll Saw 40-102 16” Scroll Saw 
40-103 16” Scroll Saw with 50-710 Stand 40-170 16” Scroll Saw with 50-510 Stand 
43-111 Wood Shaper with 50-305 Stand 43-115 | Wood Shaper with 50-513 Stand 
31-355 | Sander/Grinder 31-355 | Sander/Grinder 
31-200 Disc Sander 31-200 Disc Sander 
33-267 10” Radial Saw 33-267 10” Radial Saw 
33-268 10” Radial Saw with 50-120 Stand 33-205 10” Radial Saw with 50-109 Stand 
28-112 10” Band Saw 28-113 10” Band Saw 
28-113 10” Band Saw with 50-720 Stand 28-120 10” Band Saw with 50-508 Stand 
28-285 14” Band Saw with Stand 28-285 14” Band Saw with Stand. 
37-290 4” Jointer 37-290 4” Jointer 
37-269 4” Jointer with 50-723 Stand 37-130 4” Jointer with 50-508 Stand 
37-600 6” Jointer 37-600 6” Jointer 
37-610 6” Jointer with 50-515 Stand 
46-111 Lathe 46-111 Lathe 
46-369 Lathe with 50-721 Stand 46-150 Lathe with 50-516 Stand 


The Warranty and the People Behind It 


THIS GUARANTEE IS MADE EXPRESSLY IN PLACE OF ALL 
OTHER GUARANTEES OR WARRANTIES, EXPRESS OR IM- 
PLIED, WITH RESPECT TO QUALITY, MERCHANTABILITY, 
OR FITNESS FOR A PARTICULAR PURPOSE, 


Rockwell is proud of the quality of the power tools which it sells. 
The component parts of our tools are inspected at various stages of 
production, and each finished tool is subjected to a final inspection 
(pire it is placed in its specially designed carton to await shipment. 
; Because of our confidence in our engineered quality, Rockwell 
‘agrees to repair or replace any part or parts of Rockwell Power 
Tools or Rockwell Power Tool accessories which examination 
proves to be defective in workmanship or material. In order to take 
advantage of this guarantee, the complete portable power tool or 
accessory, or in the case of machinery, the part must be returned pre- 
paid to the appropriate factory, Rockwell service center, or author- 
ized service station for examination. This guarantee, of course, does 
not include repair or replacement required because of misuse, abuse, 
or normal wear and tear. Repairs made by other than our factory, 
service center or authorized service station, relieves Rockwell of 
further liability under this guarantee. 


Dealer Note: Rockwell tools bearing monograms of Underwriters’ 
Laboratories, Incorporated are listed by their laboratories for use. 

Prices shown supersede all prices previously quoted. Prices shown 
are manufacturer’s suggested resale prices and are subject to change 
without notice. All sales and use tax or similar tax applicable will be 
added to the resale prices. 

The right is reserved to make changes in design or equipment of 
any item without incurring any obligation to install these on 
machines previously sold, and to discontinue models of machines, 
motors or accessories at any time without notice. 


Factory Service Centers 


ATLANTA, GA. 30340 
3500 McCall Place 


Phone: (404) 458-2263 
BALTIMORE, MD. 21205 


4714 Erdman Avenue 


Phone: (301) 483-3100 
BOSTON, MASS. 02134 
414 Cambridge Street 
Phone: (617) 782-1700 


CHARLOTTE, N.C. 28209 
3601 South Boulevard 
Phone: (704) 525-4410 
CLEVELAND, OH. 44114 
1234 East 26th Street 
Phone: (216) 621-6329 
CINCINNATI, OH. 45203 
906 Dalton Street 
Phone: (513) 241-2737 


COLUMBUS, OH. 43214 


4560 Indianola Avenue 
Phone: (614) 263-0929 
DALLAS, TX. 75247 
2934 Iron Ridge Street 
P.O. Box 47767 
Phone: (214) 631-1890 
DAYTON, OH. 45439 
3050 S. Kettering Blvd. 
Phone: (513) 298-5281 


DENVER, CO. 80207 
900 East 39th Avenue 
hone: (303) 388-5803 


DETROIT, MICH. 48075 
18650 W. Eight Mile Road 


Phone: (313) 358-1000 


FLUSHING, N.Y. 11365 
175-25 Horace Harding Expwy. 
Phone: (212) 225-2040 
GRAND RAPIDS, MICH. 49509 
4331 Clyde Park, S.W. 
Phone: (616) 534-4420 
HONOLULU, HI. 96819 

3209 Koapaka Street 

Phone: (808) 847-2048 
HYATTSVILLE, MD. 20781 
4811 Kenilworth Avenue 
Phone: (301) 779-8080, 8081 
INDIANAPOLIS, IND. 46202 
1310 North Capitol Avenue 
Phone: (317) 639-9515 
JACKSONVILLE, FLA. 32205 
3545 West Beaver Street 
Phone: (904) 387-4455 

N. KANSAS CITY, MO. 64116 
1141 Swift Avenue 

Phone: (816) 221-2070 

LOS ANGELES, CA. 90007 
2400 S. Grand Avenue 
Phone: (213) 749-0386, 1235 
MANCHESTER, CONN. 06040 
57 Tolland Turnpike 

Phone: (203) 646-1078, 1065 
MANHATTAN, N.Y. 10013 
132 Lafayette Street 

Phone: (212) 966-2726 
MELROSE PARK, ILL. 60160 
4533 West North Avenue 
Phone: (312) 345-8900 


MEMPHIS, TENN. 38116 
1004 East Brooks 

Phone: (901) 332-1353 

N. MIAMI, FLA. 33168 

661 N.W. 122nd Street 
Phone: (305) 688-9686, 9687 
MILWAUKEE, WISC. 53222 
10700 W. Burleigh Street 
Phone: (414) 774-3650 
MINNEAPOLIS, MINN. 55429 
4315 68th Avenue, N. 
Phone: (612) 561-9080 
OAKLAND, CA. 94601 

P.O. Box 2053 

4621 Malat Street 

Phone: (415) 535-2424 
ORANGE, CA. 92668 

385 North Anaheim Blvd. 
Phone: (714) 538-9678 
ORLANDO, FLA. 32803 
18072 Winter Park Road 
Phone: (305) 644-8100 
PHILADELPHIA, PA. 19120 
4433-37 Whitaker Avenue 
Phone: (215) 455-7907 
PITTSBURGH, PA. 15208 
400 N. Lexington Avenue 
Phone: (412) 241-8400 
PORTLAND, OR. 97232 
2755 Northeast Broadway 
Phone: (503) 288-6888 


PROVIDENCE, R.1. 02914 
973 Waterman Avenue 
Phone: (401) 434-3620 
RICHMOND, VA. 23229 
2752 Hungary Spring Rd. 
Phone: (804) 270-1105 
RIO PIEDRAS, P.R. 00923 
Calle Valverde 

Entre Almeria y Ubeda 
Phone: (809) 764-2373 
ST. LOUIS, MO. 63139 
2348 Hampton Avenue 
Phone: (314) 644-3166 
SALT LAKE CITY, UTAH 84115 
2990 South West Temple 
Phone: (801) 487-4953 
SAN DIEGO, CA. 92111 
7465 Raytheon Road 
Phone: (714) 279-2520, 21 
SANTACLARA, CA. 95050 
2305 De La Cruz Blvd. 
Phone: (408) 241-9790 
SEATTLE, WASH. 98101 
1918 Minor Avenue 
Phone: (206) 622-4576 
SYRACUSE, N.Y. 13201 
700 Marcellus Street 
Phone: (315) 476-4231 
TAMPA, FLA. 33609 

4536 W. Kennedy Blvd. 
Phone: (813) 877-9585 
UNION, N.J. 07083 

945 Ball Avenue 

Phone: (201) 964-1730 


Authorized Service Stations 


ALABAMA 
Birmingham 35233—Power Tool Service, 
1113 4th Avenue South 
Montgomery 36104—Mid-State Electric Motor, 
1514 South Decatur Street 
ALASKA 
Anchorage 99501—Aero Services, 201 Post Road 
Fairbanks 99701—Aero Services Co.,Phillips Field 
ARIZONA 
Phoenix 85014—Glenn's Tool Service, 
4036 North 13th Way 
Tucson 85719—Electric Motor Company, 
1028 East Broadway 
ARKANSAS 
Little Rock 72202—Electric Tool Service, 
908 High Street 
CALIFORNIA 
Eureka 95501—Senn Electric Co., 1801 Fairfield St. 
Fresno 93703—R & R Electric Motor Co., 
1919 Home Avenue East 
Modesto 95351—Stanislaus Electric Motor Works, 
504 River Road 
Monterey 93940—Peninsula Power Tool, 
828 Lighthouse Avenue 


N. Hollywood 91605—Bucknalls Power Tool Service, 


11910 Vose Street 

Sacramento 95814—Van Alstyne Electric & 
Power Transmission, 1117 G Street 

CONNECTICUT 

New Haven 06519—New Haven Electric Machine, 
689 Congress Avenue 

FLORIDA 

Pensacola 32501—Electric Motor Service, 
124-126 North DeVilliers Street 

GEORGIA 

Savannah 31405—Industrial Power-Air 
Tool Repair, Inc., 3101 Barnard Street 

HAWAII 

Hilo 96720—Hawaii Planing Mill, Ltd. 


IDAHO 

Meise 83706—Air Equipment Repair Service, 

3422 Americana Terrace 

Lewistown 83501—Wade Tool Service, 513 Thain 

INDIANA 

Goshen 46526—C & L Electric Motor Repair, 
1405 Chicago Avenue 

IOWA 

Davenport 52808—Industrial Engineering & 
Equipment Co., 1958 W. River Road 

Des Moines 50309—Puckett Electric Tool Repair, 
1011 Keo Way 

KANSAS 

Wichita 67213—Richmond Electric Co., 
1002 West Maple Street 


KENTUCKY 
Lexington 40508—City Electric Motor Shop, 
492 East High Street 
LOUISIANA 
New Orleans 70153—Beerman Precision Machine 
Works, 2021 Thalia Street 
MAINE 
Portland 04101—M & W Electric, 38 Portland Street 
MARYLAND 
Salisbury 21801—Salisbury Electric Co., 
N. Salisbury Boulevard 
MASSACHUSETTS 
Springfield 01105—The Saw Center, Inc., 
468 Main Street 
MISSISSIPPI 
Jackson 39204—Flannigan Electric Motor Shop, 
328 Oakdale Street 
MONTANA 
Missoula 59801—City Electric, 601 West Kent 
NEBRASKA 
Omaha 68102—Thacker Electric Co., 
2209 Cuming Street 
NEVADA 
Reno 89504—Landa Electric Co., 140 Manuel Street 
NEW HAMPSHIRE 
Keene 03431—G & R Electric Motor Repair, 
453 Winchester Street 
NEW MEXICO 
Albuquerque 87107—Telco Electric Inc., 
2906 Fourth Street, N.W. 
NEW YORK 
Binghamton 13902—H. P. Marsh, 
65 Glenwood Avenue 
Buffalo 14211—United Electric Motors, Inc., 
614 Winslow Avenue 
Kingston 12403—P. J. Gallagher Sons, 
404 Chester Street 
Rochester 14605—Power Specialists, 
258 Hayward Avenue 
Rochester 14608—Jackson Saw and Knife Co., 
517 State Street 
Rochester 14609—O. G. Schwarz, 
432 Atlantic Avenue 
Schenectady 12304—Barrett Electric Service, Inc., 
108 Henry Street 
NORTH CAROLINA 
Fayetteville 28302—Highland Lumber Co., 
325 Blount Street 
OHIO 
North Canton 44720—North Canton Repair Shop, 
110 Sixth Street 
Toledo 43613—Electric Tool Equipment, Inc., 
3156 Upton Avenue 
Youngstown 44512—Moff-Master Power Tools, Inc., 
5200 Market Street 


OKLAHOMA 

Oklahoma City 73125—Hydraulic Equipment Co., 
515 South Broadway 

Tulsa 74110—Hydraulic Equipment Co., 
2423 Admiral Boulevard East 

PENNSYLVANIA 

Allentown 18103—Curio Electric, 
825 South Fifth Avenue 

Harrisburg 17104—H. L. Hein Co., 
1900 Greenwood Street 

SOUTH CAROLINA 

Charleston 29403—Delta Industrial Electric Co., 
990 Morrison Drive 

SOUTH DAKOTA 

Rapid City 57704—Industrial Electric & Supply, Inc., 
1130 West Omaha Street 

Sioux Falls 57104—Malloy Electric Motors, 
713 South Cliff Street 

TENNESSEE 

Knoxville 37921—Portable Tool Service Co., 
502 Arthur Street 

Nashville 37203—Tennessee Electric Motor Co., 
408 Sixth Avenue South 

TEXAS 

Amarillo 79107—G. E. Jones Electric Co., 
212 North Polk Street 

Corpus Christi 78405—Otto Dukes Machinery Co., 
2588 Morgan Street 

EI Paso 79950—Francis Wagner Co., 
1225 Texas Avenue 

Austin 78722—Hamilton Electric Works, Inc., 
3800 Airport Boulevard 

Fort Worth 76111—Modern Tool Repair, 
2704 East Belknap 

Fort Worth 76117—C-D Tool Repair Service, 
2532 Carson Avenue 

Houston 77003—Welder's Supply of Houston, 
3301 Polk Avenue 

San Antonio 78214—Lloyd’s Electric Works, Inc., 
1951 Probandt Street 

VIRGINIA 

Roanoke 24013—-Roanoke Armature Co., 
110 - 8% Street South East 

WASHINGTON 

Spokane 99202—Spokane Saw & Tool Co., 
East Trent Avenue 

Yakima 98901—Cooper Electric Motor Service, 
205 South Fourth Avenue 

WEST VIRGINIA 

Huntington 25723—Lawter Electric Motor Co., 
202 Adams Street 


